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6.
1

Series Page

Hose 910 910 636

Hose 811 811 636

Hose 910 FC 910 FC 636
(Fuel Cell)

G-line Hose Fully 710 637
Convoluted Hose 710

611 Lightweight 611 637
Hose

G-line Hose Fully 510 637
Convoluted Hose 510

 Straight Female 4011 638
Concave

45O Forged Female 4045 638
Concave Seat

45O Swept Tube 4046 638
Female Concave Seat

90O Forged 4090 638
Female Concave Seat

90O Swept Tube 4091 638
Female Concave Seat

120O Swept Tube 4120 638
Female Concave Seat

150O Swept Tube 4150 638
Female Concave Seat

80O Swept Tube 4180 638
Female Concave Seat

Straight Male 4441 638
Convex Seat 

The Pirtek range of automotive hose and
fittings have been used extensively in the
motor racing and general automotive
industry for many years and our
comprehensive product offering will meet
most customer demands.

From simple low pressure, push type
applications to the most complex
lightweight high pressure systems Pirtek
can deliver superior performance in critical
applications where quality is essential.
In addition to the wide range of products on
offer, Pirtek can provide technical expertise
in designing your motor sport hydraulic
system. Whether the product is a stock
item or to a custom design application, our
insistence on quality guarantees our
customer a product of the highest possible
standard.

Pirtek are also able to supply ready made
hydraulic brake kits to suit your bike of
motor sport application. Please contact
your local Pirtek centre, with the details of
the type, make and model. 

Material Key 
B:Brass, C:Stainless Steel, CH:Chrome Plated, D:Aluminium, 
EN:Electroless Nickel, P:Zinc Plated Carbon Steel, T:Titanium

PRODUCT INDEX
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Automotive Hose and Fittings
HOSE AND FITTINGS

30O Swept Tube 4031DBZ 639
Female 

45O Swept Tube 4046DBZ 639
Female 

60O Swept Tube 4061DBZ 639
Female

90O Swept Tube 4091DBZ 639
Female 

120O Swept Tube 4120DBZ 639
Female

150O Swept Tube 4150DBZ 639
Female

1180O Swept Tube 4180DBZ 639
Female

Non Swivel 40776 639
Banjo

45O Forged Female 4445 640
Concave Seat

45O Swept Tube 4446 640
Female Concave Seat

90O Forged Female 4490 640
Concave Seat

90O Swept Tube 4491 640
Female Concave Seat

120O Swept Tube 44120 640
Female Concave Seat

150O Swept Tube 44150 640
Female Concave Seat

180O Swept Tube 44180 640
Female Concave Seat

Swage collar to Suit RC110 640
510 & 710 Hose for Draw Swaging

Crimp Collar to Suit RCC910 640
811 & 910 Hose for Crimping

G-line Male 641
Swivel Fittings

 G-line Male STRAIGHT 641
Swivel Fittings

G-line Male 45° 641
Swivel Fittings

G-line Male 90° 641
Swivel Fittings

G-line Male 120° 641
Swivel Fittings

G-line Male 150° 641
Swivel Fittings

G-line Male 180° 641
Swivel Fittings

Straight 4001-DFL 642

45O Swept Tube 4046-DFL 642

90O Swept Tube 4091-DFL 642

Flexible W900 642
Fluid Couplings

Straight Female 811-01 643

45O Forged Female 812-45 643

45O Swept Tube 811-45 643
Female

90O Forged 812-90 643
Female

90O Forged 811-90 643
Female

120O Swept Tube 811-120 643
Female

150O Swept Tube 811-150 643
Female

180O Swept Tube 811-180 643
Female

Straight Female 1001 644

45O Forged 1045 644
Female

45O Swept Tube 1046 644
Female

90° Forged 1090 644
Female

90° Swept 1091 644
Tube Female

120° Swept 1120 644
Tube Female

 150° Swept 1150 644
Tube Female

180° Swept 1180 644
Tube Female

For Technical Data please see
Section 9

PRODUCT INDEX
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APPLICATION: FUEL, OIL, WATER, METHANOL, AIR
TEMPERATURE RANGE: -45ºC TO +170ºC
MATERIAL: PTFE SMOOTHBORE, ARAMID FIBRE BRAID

910 is the number one choice of leading
motorsport teams, and our flagship lightweight
hose. 910 combines a woven super-light  Aramid
braid, with a PTFE inner bore-smooth inside for
increased flow and convoluted outside for
amazing flexibility. 

Bore Size Braid OD Working Pres Burst Pres Weight Min Bend Rad
Part Number mm in mm in BAR PSI BAR PSI kg/M mm in

910-04 6.85 0.270 10.3 0.406 90 1320 360 5290 0.055 23.5 0.925
910-06 9.53 0.375 13.0 0.572 80 1180 320 4700 0.088 20 0.787
910-08 12.70 0.500 16.5 0.650 70 1030 280 4120 0.141 38 1.426
910-10 15.88 0.625 20.8 0.819 65 955 260 3820 0.201 45 1.772
910-12 19.05 750 24.4 0.961 60 880 240 3530 0.292 50 1.969
910-16 25.40 1.000 32.3 1.272 50 740 200 2940 0.416 70 2.756

Bore Size Braid OD Working Pres Burst Pres Weight Min Bend Rad
Part Number mm in mm in BAR PSI BAR PSI kg/M mm in

811-04 6.85 0.270 9.6 0.378 90 1320 360 5290 0.09 19 0.750
811-06 9.53 0.375 13.0 0.512 80 1180 320 4700 0.14 20 0.787
811-08 12.70 0.500 16.5 0.650 70 1030 280 4120 0.29 38 1.496
811-10 15.88 0.625 20.8 0.819 65 955 260 3820 0.35 45 1.772
811-12 19.05 0.750 24.4 0.961 60 880 240 3530 0.40 50 1.969
811-16 25.40 1.000 32.3 1.272 50 740 200 2940 0.63 70 2.756

Bore Size Braid OD Working Pres Burst Pres Weight Min Bend Rad
Part Number mm in mm in BAR PSI BAR PSI kg/M mm in

910-06FC9.53 0.375 11.75 0.463 5 74 20 295 0.06 60.0 2.362
910-08FC12.700.500 15.40 0.606 5 74 20 295 0.15 60.0 2.362

Hose 910

Hose 811

APPLICATION: FUEL, OIL, WATER, METHANOL, AIR
TEMPERATURE RANGE: -70ºC TO 230ºC
MATERIAL: PTFE SMOOTHBORE, STAINLESS STEEL
BRAID 

811 hose has all the flexibility and flow rate
advantages of 910 hose with a stainless steel
braid for additional protection. Compatible with
fully crimped fittings or the revolutionary 811
series reusable fittings.

APPLICATION: FUEL TANK SYSTEMS
TEMPERATURE RANGE: 50ºC MAX
MATERIAL: PTFE SMOOTHBORE TUBE

2 X OPTIONS: 
• CLEAR PTFE (STANDARD)
• BLACK PTFE ANTI-STATIC 

This product is perfect for the inside of fuel cells,
for lift pump applications. 910-06FC and 910-
08FC uses just the centre PTFE tube of G-Line
hose, removing the outer braid to reduce weight
and ensure cleanliness in the tank. Compatible
with all fuels including methanol, it can be cut to
specific lengths for use with the standard G-Line
fittings. 

Hose 910 FC (Fuel Cell)
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Bore Size PTFE Wall Outer Diameter Working Pres Burst Pres Weight Min Bend 
thickness Radius

Part Number mm in mm in mm in BAR PSI BAR PSI kg/m mm in

510-04 7.1 0.280 0.58 0.023 11.0 0.433 70 1025 330 4850 0.089 20 0.787

510-06 9.5 0.375 0.68 0.027 14.6 0.575 64 940 256 3760 0.134 25 0.985

510-08 13.3 0.525 0.68 0.027 19.0 0.748 58 850 235 3450 0.193 25 0.985

510-10 16.0 0.630 0.76 0.030 21.3 0.839 50 735 200 2930 0.253 32 1.260

510-12 19.5 0.768 0.79 0.031 25.4 1.000 35 510 170 2495 0.327 40 1.575

510-16 25.4 1.000 0.94 0.037 32.7 1.285 33 485 133 1950 0.446 50 1.968

APPLICATION: FUEL, OIL, WATER, METHANOL, AIR
TEMPERATURE RANGE: -45ºC TO +170ºC
MATERIAL: CONVOLUTED PTFE BORE, ARAMID FIBRE
BRAID

This exclusive development has changed the
perception of traditional fluid transfer hoses,
worldwide. Constructed of a convoluted PTFE
inner tube with a carbon impregnated static
dissipation liner (impervious to virtually all
chemicals) and covered with the industry’s only
source of black Aramid Fibre. This combination
offers a fluid transfer hose with strength and
pressure ratings superior to most stainless steel
braided hoses.  Our exclusive 710 Series Hose
is over 60% lighter than stainless braided nitrile
hose and 30% lighter than our 510 Series
stainless braided convoluted PTFE hose. 

APPLICATION: FUEL, OIL, WATER, METHANOL, AIR
TEMPERATURE RANGE: -45ºC TO +170ºC
MATERIAL: CONVOLUTED PTFE BORE, ARAMID FIBRE
BRAID

Introduced as the Racing World’s first ultra
lightweight stainless steel fluid transfer hose.
Constructed of a convoluted PTFE inner tube
with impregnated carbon to dissipate static, and
covered with an outer braid of closely woven 304
grade high tensile stainless steel. Our 510 Series
Hose is a perfect fit when strength and high
abrasion resistance are required on a lightweight
and flexible fluid transfer system. 

This exclusive motorsport design has achieved a
reduction in weight and outside diameter whilst
maintaining a true -03 bore. The weight saving is
20% over standard -03 hose. The light weight
and extremely flexible new generation PTFE
hose offers advanced properties not found in
any competitors attempts and is a second
generation breakthrough in PTFE technology. 

Bore Size PTFE Wall Cover Wall Working Pres Burst Press Weight
Part Number mm inch mm inch mm inch BAR PSI BAR PSI kg/m

611-03 3.5 0.138 0.660 0.026 5.66 0.223 290 4250 870 12750 49.38
*611PE-033.5 0.138 0.660 0.026 7.11 0.280 290 4250 870 12750 62.6
611K-03 3.5 0.138 0.660 0.026 6.05 0.238 290 4250 870 12750 27.2
611-025 2.90 0.114 0.660 0.026 6.05 0.238 290 4250 870 12750 27.2

* 611PE-03 BRAID O.D. 0.42mm / 0.016"

(To be used on high performance motorsport
applications only with relevant collars and fittings)
AVAILABLE IN 4 TYPES: 
611-025
STAINLESS BRAID, ANTI-STATIC PTFE TUBE
TEMPERATURE RANGE: -70ºC TO +260ºC
611-03
Stainless braid, Anti-static PTFE tube
TEMPERATURE RANGE: -70ºC TO +260ºC
611PE-03
Stainless braid, Anti-static 
PTFE tube, Polyester overbraid.
TEMPERATURE RANGE: -50ºC TO +135ºC
611K-03
Aramid Fibre braid, Anti-static PTFE tube.
TEMPERATURE RANGE: -45ºC TO +170ºC
APPLICATION: BRAKE, CLUTCH, HYDRAULICS
MATERIAL / CONSTRUCTION: OUTER COVER
CORROSION AND FIRE RESISTANT STAINLESS STEEL
BRAID / PTFE INNER TUBE COMPATIBLE WITH ALL BRAKE
AND CLUTCH FLUIDS 
PLEASE NOTE: CRIMP SETTINGS DIFFER FOR HOSE
TYPES, ENSURE YOU HAVE THE CORRECT DETAIL.
PLEASE CONTACT YOUR LOCAL PIRTEK CENTRE FOR THE
TECHNICAL SPECIFICATION FOR CRIMP DIAMETERS.

Its convoluted form gives it collapse resistant
flexibility that offers a 70% tighter bend radius
saving time, material and weight. The Aramid
Fibre outer braid is literally a bullet-proof
material, offering superior strength and fire
resistance.

510 Series Hose is over 30% lighter than
traditional stainless steel braided nitrile hose
and its convoluted form gives it collapse
resistant flexibility that offers a 70% tighter
bend radius; saving time, material and weight.

G-line Hose Fully Convoluted - Hose 710

G-line Hose Fully Convoluted - Hose 510

611 Lightweight Hose

Automotive Hose and Fittings
HOSE AND FITTINGS

Bore Size PTFE Wall Outer Diameter Working Pres Burst Pres Weight Min Bend 
thickness Radius

Part Number mm in mm in mm in BAR PSI BAR PSI kg/m mm in

710-04 7.1 0.280 0.58 0.023 11.3 0.445 70 1025 330 4850 0.075 20 0.787

710-06 9.5 0.375 0.68 0.027 14.4 0.567 64 940 256 3760 0.089 25 0.985

710-08 13.3 0.525 0.68 0.027 19.2 0.756 58 850 235 3450 0.134 25 0.985

710-10 16.0 0.630 0.76 0.030 21.5 0.846 50 735 200 2930 0.164 32 1.260

710-12 19.5 0.768 0.80 0.031 25.6 1.008 35 510 170 2495 0.193 40 1.575

710-16 25.4 1.000 0.94 0.037 33.9 1.335 33 485 133 1950 0.237 50 1.968

710-20 31.8 1.250 0.96 0.038 36.5 1.457 25 367 75 1102 0.461 70 2.756
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G-line Crimp Fittings for: G-line & G-line XF 910, 710, 811, 510 Series Hose
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FITTING TYPE: SWAGE / CRIMP
APPLICATION: FUEL, OIL, WATER, METHANOL, AIR 
TO SUIT HOSE: 910, 710, 811, 510
MATERIAL: D
COLOUR: BU•
PLEASE NOTE: COLLARS NEED TO BE ORDERED

SEPARATELY FOR ALL SWAGE / CRIMP
FITTINGS.

4011
Straight Female Concave

Part Number Material JIC/UNF Thread

4045-04 D ⁷⁄₁₆ x 20
4045-06 D ⁹⁄₁₆ x 18 
4045-08 D ³⁄₄ x 16
4045-10 D ⁷⁄₈ x 14
4045-12 D 1¹⁄₁₆ x 12

4045
45O Forged Female Concave Seat

4046
45O Swept Tube Female 
Concave Seat

4090
90O Forged Female 
Concave Seat   

4150
150O Swept Tube Female 
Concave Seat   

4180
180O Swept Tube Female 
Concave Seat   

4441
Straight Male Convex Seat

4091
90O Swept Tube Female Concave
Seat   

4120
120O Swept Tube Female Concave
Seat   

The only choice of fitting when the goal is to
achieve the Worlds lightest fluid transfer
system offering the utmost in racing
environment performance, reliability and weight
saving. 
These fully machined, one-piece fittings are
designed for permanent attachment to all our
G-line hose ranges. 
Our qualified Hose Technicians will individually
build your assembly to your exacting
specifications. You can build your own lines at
your facility with the aid of our G-Line Hydraulic
Swage/crimp Machines. 

Part Number Material JIC/UNF Thread

4120-04 D ⁷⁄₁₆ x 20
4120-06 D ⁹⁄₁₆ x 18
4120-08 D ³⁄₄ x 16
4120-10 D ⁷⁄₈ x 14
4120-12 D 1 ¹⁄₁₆ x 12
4120-16 D 1 ⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

4046-04 D ⁷⁄₁₆ x 20
4046-06-M14 D M14 x 1.50
4046-06 D ⁹⁄₁₆ x 18
4046-08 D ³⁄₄ x 16
4046-10 D ⁷⁄₈ x 14
4046-10-M22 D M22 x  1.50
4046-12 D 1¹⁄₁₆ x 12
4046-16 D 1 ⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

4090-04 D ⁷⁄₁₆ x 20
4090-06 D ⁹⁄₁₆ x 18
4090-08 D ³⁄₄ x 16
4090-10 D ⁷⁄₈ x 14
4090-12 D 1 ¹⁄₁₆ x 12

Part Number Material JIC/UNF Thread

4180-04 D ⁷⁄₁₆ x 20
4180-06 D ⁹⁄₁₆ x 18 
4180-08 D ³⁄₄ x 16
4180-10 D ⁷⁄₈ x 14
4180-12 D 1 ¹⁄₁₆ x 12
4180-16 D 1 ⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

4150-04 D ⁷⁄₁₆ x 20
4150-06 D ⁹⁄₁₆ x 18
4150-08 D ³⁄₄ x 16
4150-10 D ⁷⁄₈ x 14
4150-12 D 1 ¹⁄₁₆ x 12
4150-16 D 1⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

4441-04 D ⁷⁄₁₆ x 20
4441-06 D ⁹⁄₁₆ x 18
4441-08 D ³⁄₄ x 16

Part Number Material JIC/UNF Thread

4011-04 D ⁷⁄₁₆ x 20
4011-06-M14 D M14 x 1.50 
4011-06 D ⁹⁄₁₆ x 18
4011-08 D ³⁄₄ x 16
4011-10-M22 D M22 x 1.50
4011-10 D ⁷⁄₈ x 14
4011-12 D 1 ¹⁄₁₆ x 12
4011-16 D 1 ⁵⁄₁₆ x 12
4011-20 D 1 ⁵⁄₈ x 12

Part Number Material JIC/UNF Thread

4091-04 D ⁷⁄₁₆ x 20
4091-06-M14 D M14 x 1.50
4091-06 D ⁹⁄₁₆ x 18
4091-08 D ³⁄₄ x 16
4091-10-M22 D M22 x 1.50
4091-10 D ⁷⁄₈ x 14
4091-12 D 1 ¹⁄₁₆ x 12
4091-16 D 1 ⁵⁄₁₆ x 12
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4031DBZ
30O Swept Tube Female

4091DBZ
90O Swept Tube Female

4120DBZ
120O Swept Tube Female

4150DBZ
150O Swept Tube Female

4180DBZ
180O Swept Tube Female

40776
Non Swivel Banjo

4046DBZ
45O Swept Tube Female

4061-DBZ
60O Swept Tube Female

FITTING TYPE: SWAGE / CRIMP
APPLICATION: FUEL, OIL, WATER, METHANOL, AIR 
TO SUIT HOSE: 910, 710, 811, 510
MATERIAL: D
COLOUR: BU•
PLEASE NOTE: COLLARS NEED TO BE ORDERED
SEPARATELY FOR ALL SWAGE / CRIMP FITTINGS.

Part Number Material JIC/UNF Thread

4031-08DBZ D ³⁄₄ x 16
4031-10DBZ D ⁷⁄₈ x 14
4031-12DBZ D 1 ¹⁄₁₆ x 12
4031-16DBZ D 1 ⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

4091-04DBZ D ⁷⁄₁₆ x 20
4091-06DBZ D ⁹⁄�₁₆ x 18
4091-08DBZ D ³⁄₄ x 16
4091-10DBZ D ⁷⁄₈ x 14
4091-12DBZ D 1 ¹⁄₁₆ x 12
4091-16DBZ D 1 ⁵⁄₁₆ x 12
4091-20DBZ D 1 ⁵⁄₈ x 12

Part Number Material JIC/UNF Thread

4180-04DBZ D ⁷⁄₁₆ x 20
4180-06DBZ D ⁹⁄₁₆ x 18
4180-08DBZ D ³⁄₄ x 16
4180-10DBZ D ⁷⁄₈ x 14
4180-12DBZ D 1 ¹⁄₁₆ x 12
4180-16DBZ D 1 ⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

4046-04DBZ D ⁷⁄₁₆ x 20
4046-06DBZ D ⁹⁄₁₆ x 18
4046-08DBZ D ³⁄₄ x 16
4046-10DBZ D ⁷⁄₈ x 14
4046-12DBZ D 1 ¹⁄₁₆ x 12
4046-16DBZ D 1 ⁵⁄₁₆ x 12
4046-20DBZ D 1 ⁵⁄₈ x 12

Part Number Material JIC/UNF Thread

4120-04DBZ D ⁷⁄₁₆ x 20
4120-06DBZ D ⁹⁄₁₆ x 18
4120-08DBZ D ³⁄₄ x 16
4120-10DBZ D ⁷⁄₈ x 14
4120-12DBZ D 1 ¹⁄₁₆ x 12
4120-16DBZ D 1 ⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

40776-04-M10 D M10
40776-06-M12 D M12
40776-06-M14 D M14
40776-10-M18 D M18

Part Number Material JIC/UNF Thread

4061-08DBZ D ³⁄₄ x 16
4061-10DBZ D ⁷⁄₈ x 14
4061-12DBZ D 1 ¹⁄₁₆ x 12
4061-16DBZ D 1 ⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

4150-04DBZ D ⁷⁄₁₆ x 20
4150-06DBZ D ⁹⁄₁₆ x 18
4150-08DBZ D ³⁄₄ x 16
4150-10DBZ D ⁷⁄₈ x 14
4150-12DBZ D 1 ¹⁄₁₆ x 12
4150-16DBZ D 1 ⁵⁄₁₆ x 12

Crimp Fittings for: G-line and G-line XF, 910, 710, 811, 510 Series Hose

Automotive Hose and Fittings
HOSE AND FITTINGS
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Adjustable Crimp Fittings for: G-line And G-line XF, 910, 710, 811, 510 Series Hose

6.
1

FITTING TYPE: SWAGE / CRIMP
APPLICATION: FUEL, OIL, WATER, METHANOL, AIR 
TO SUIT HOSE: 910, 710, 811, 510
MATERIAL: D
COLOUR: BU•
PLEASE NOTE: COLLARS NEED TO BE ORDERED

SEPARATELY FOR ALL SWAGE / CRIMP
FITTINGS.

Part Number Material JIC/UNF Thread

4445-04 D ⁷⁄₁₆ x 20
4445-06 D ⁹⁄₁₆ x 18
4445-08 D ³⁄₄ x 16
4445-10 D ⁷⁄₈ x 14
4445-12 D 1 ¹⁄₁₆ x 12
4445-16 D 1 ⁵⁄₁₆ x 12

Adjustable Swage G-Line Fittings are essential
when last minute hose end orientation or in-
field alignments are required. Additionally, they
allow for hose assemblies to be used in
multiple locations. Our 360-degree adjustable,
4400 Series G-Line Hose ends offer trouble
free installation of pre-fabricated hose
assemblies, with the reliability of a swage
design. Qualified Hose Technicians will
individually build your assembly to your
exacting specifications. You can build your own
lines at your facility with the aid of our G-Line
Hydraulic Swage Machines. 

4445
45O Forged Female Concave
Seat

Part Number Material JIC/UNF Thread

4446-04 D ⁷⁄₁₆ x 20
4446-06 D ⁹⁄₁₆ x 18
4446-08 D ³⁄₄ x 16
4446-10 D ⁷⁄₈ x 14
4446-12 D 1 ¹⁄₁₆ x 12
4446-16 D 1 ⁵⁄₁₆ x 12

4446
45O Swept Tube Female Concave
Seat 

4490
90O Forged Female Concave
Seat 

4491
90O Swept Tube Female Concave
Seat 

44120
120O Swept Tube Female Concave
Seat 

44150
150O Swept Tube Female Concave
Seat 

Part Number Material JIC/UNF Thread

44180-04 D ⁷⁄₁₆ x 20
44180-06 D ⁹⁄₁₆ x 18
44180-08 D ³⁄₄ x 16
44180-10 D ⁷⁄₈ x 14
44180-12 D 1 ¹⁄₁₆ x 12
44180-16 D 1 ⁵⁄₁₆ x 12

44180
180O Swept Tube Female 
Concave Seat 

Part Number Material

RC110-04 D
RC110-06 D
RC110-08 D
RC110-10 D
RC110-12 D
RC110-16 D
RC110-20 D

RC110
Swage collar to Suit 510 & 710
Hose for Draw Swaging 

TO SUIT HOSE TYPE: 
G-Line XF 510  710
PLEASE NOTE: 
Collars need to be ordered
separately for all swage / crimp
fittings

Part Number Material

RCC910-04 D
RCC910-06 D
RCC910-08 D
RCC910-10 D
RCC910-12 D
RCC910-16 D

RCC910
Crimp Collar to Suit 811 & 910
Hose for Crimping 

TO SUIT HOSE TYPE: 
G-Line XF 910  811
PLEASE NOTE: 
Collars need to be ordered
separately for all swage / crimp
fittings

Part Number Material JIC/UNF Thread

4491-04 D ⁷⁄₁₆ x 20
4491-06 D ⁹⁄₁₆ x 18
4491-08 D ³⁄₄ x 16
4491-10 D ⁷⁄₈ x 14
4491-12 D 1 ¹⁄₁₆ x 12
4491-16 D 1 ⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

44120-04 D ⁷⁄₁₆ x 20
44120-06 D ⁹⁄₁₆ x 18
44120-08 D ³⁄₄ x 16
44120-10 D ⁷⁄₈ x 14
44120-12 D 1 ¹⁄₁₆ x 12
44120-16 D 1 ⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

44150-04 D ⁷⁄₁₆ x 20
44150-06 D ⁹⁄₁₆ x 18
44150-08 D ³⁄₄ x 16
44150-10 D ⁷⁄₈ x 14
44150-12 D 1 ¹⁄₁₆ x 12
44150-16 D 1 ⁵⁄₁₆ x 12

Part Number Material JIC/UNF Thread

4490-04 D ⁷⁄₁₆ x 20
4490-06 D ⁹⁄₁₆ x 18
4490-08 D ³⁄₄ x 16
4490-10 D ⁷⁄₈ x 14
4490-12 D 1 ¹⁄₁₆ x 12
4490-16 D 1 ⁵⁄₁₆ x 12

www.pirtek.com
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6.
1

These fittings allow for ‘low profile’ installation
where space is limited. They feature a swivelling
male spigot in UNF and metric sizes, which
seals on an integral Buna -N ‘O’ ring  and will fit
into standard female ports.

All parts are assembled and quoted to order.
Please contact our Sales Department for
pricing and availability.

Example Part Number
UNF 4 00 011 -04 -04 D

400011 -04 -04 D

Example Part Number
Metric 4 00 011 -04 M12 D

400011 -04 -M12 D
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G-Line Prefix Range Number Fitting Angle Tail Size JIC UNF Thread Metric Thread Size Material

Prefix Part No Prefix Part No Prefix Part No Prefix Part No Prefix Part No Prefix Part No Prefix Part No

G-Line Prefix 4 Male O-Ring
Seal Swivel 00 Straight Male 011 -04 Hose -04 ⁷⁄₁₆ x 20 -04 12 x 1.5mm M12 Aluminium D

45O Brazed Tube 046 -06 Hose -06 ⁹⁄₁₆ x 18 -06 14 x 1.5mm M14 Aluminium D

90O Brazed Tube 091 -08 Hose -08 ³⁄₄ x 16 -08 16 x 1.5mm M16 Aluminium D

120O Brazed
Tube 120 -10 Hose -10 ⁷⁄₈ x 14 -10 18 x 1.5mm M18 Aluminium D

150O Brazed
Tube 150 -12 Hose -12 1 ¹⁄₁₆ x 12 -12

180O Brazed
Tube 180 -16 Hose -16 1 ⁵⁄₁₆ x 12 -16

Straight 45O 90O

120O 150O 180O

FITTING TYPE: SWAGE / CRIMP
APPLICATION: FUEL, OIL, WATER, METHANOL, AIR 
TO SUIT HOSE: 910, 710, 811, 510
MATERIAL: D
COLOUR: BU•
PLEASE NOTE: TO AVOID LARGE ‘STEP-UPS’ IN SIZE,
NOT ALL TAIL SIZES ARE AVAILABLE WITH ALL THREAD
SIZES. COLLARS NEED TO BE ORDERED SEPARATELY
FOR ALL SWAGE / CRIMP FITTINGS.

G-line Male Swivel Fittings

UK: 0800 38 24 38    ROI: 1800 74 78 35

Automotive Hose and Fittings
HOSE AND FITTINGS



www.pirtek.com642

Flexible Coupling Fittings To Suit G-line & G-line XF 910, 710, 811, 510 Series Hose

6.
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FITTING TYPE: SWAGE / CRIMP
APPLICATION: FUEL, OIL, WATER, METHANOL, AIR 
TO SUIT HOSE: 910, 710, 811, 510
MATERIAL: D
COLOUR: BU•

For rapid disconnection  and where the need is
to connect flexible hose to rigid tube use the
Pirtek cup end fittings designed for use with
our flexible couplings. Listed below is our
standard range – other sizes can be made to
order. For a complete listing of flexible
couplings please contact our sales
department. 

4001DFL
Straight

4046DFL
45O Swept Tube

4091 DFL
90O Swept Tube

DESIGN FEATURES: ONE-HANDED INSTALLATION,
STANDARD PROFILE, MEDIUM PRESSURE, INTEGRAL
ELECTRICAL BONDING, AVAILABLE IN ALUMINUM.

The W900 Series Clamshell Coupling is the
result of more than three decades of
experience at Adel Wiggins in the design and
production of reliable flexible tube connectors.
The W900 Series Clamshell Connectors utilize
a locking latch design, eliminating the
installation of safety wire and offering one-
handed installation. Integral electrical bonding
eliminates the need for external clamps,
fasteners and jumper wire required by most
other connectors. The elimination of safety
wire, grounding clamps and jumpers provides
for a low weight connector.

Part Number Mat Hose Size Wiggins

4001-06-06DFL D -06 -06
4001-08-08DFL D -08 -08
4001-10-10DFL D -10 -10
4001-12-12DFL D -12 -12
4001-16-16DFL D -16 -16

Part Number Mat Hose Size Wiggins

4091-06-06DFL D -06 -06
4091-08-08DFL D -08 -08
4091-10-10DFL D -10 -10
4091-12-12DFL D -12 -12
4091-16-16DFL D -16 -16

Part Number Mat Hose Size Wiggins

4046-06-06DFL D -06 -06
4046-08-08DFL D -08 -08
4046-10-10DFL D -10 -10
4046-12-12DFL D -12 -12
4046-16-16DFL D -16 -16

Flexible Fluid Couplings
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811 Reusable Fittings

FITTING TYPE: REUSABLE
TO SUIT HOSE: 811, *910  
FITTING MATERIAL: D 

FITTING COLOUR: BLACK • SILVER •
811 HOSE APPLICATION: FUEL, OIL, WATER,
METHANOL, AIR  
HOSE MATERIAL: PTFE SMOOTHBORE / STAINLESS

STEEL BRAID 

* 811 Fittings are also compatible with 910 Aramid
braided hose for low pressure applications (up to
100psi) in dash 6 and dash 8 only.

811-01
Straight Female

812-45
45O Forged Female

811-45
45O Swept Tube Female

812-90
90O Forged Female

811-90
90O Forged Female

811-150
150O Swept Tube Female

811-180
180O Swept Tube Female

811-120
120O Swept Tube Female

811 Hose
See complete specification on page 636

Part Number To Suit JIC/UNF Thread

811-0104 811-04 ⁷⁄₁₆ x 20
811-0106 811-06 ⁹⁄₁₆ x 18
811-0108 811-08 ³⁄₄ x 16
811-0110 811-10 ⁷⁄₈ x 14
811-0112 811-12 1 ¹⁄₁₆ x 12
811-0116 811-16 1 ⁵⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

812-9004 811-04 ⁷⁄₁₆ x 20
812-9006 811-06 ⁹⁄₁₆ x 18
812-9008 811-08 ³⁄₄ x 16
812-9010 811-10 ⁷⁄₈ x 14
812-9012 811-12 1 ¹⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

811-15004 811-04 ⁷⁄₁₆ x 20
811-15006 811-06 ⁹⁄₁₆ x 18
811-15008 811-08 ³⁄₄ x 16
811-15010 811-10 ⁷⁄₈ x 14
811-15012 811-12 1 ¹⁄₁₆ x 12
811-15016 811-16 1 ⁵⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

812-4504 811-04 ⁷⁄₁₆ x 20
812-4506 811-06 ⁹⁄₁₆ x 18
812-4508 811-08 ³⁄₄ x 16
812-4510 811-10 ⁷⁄₈ x 14
812-4512 811-12 1 ¹⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

811-9004 811-04 ⁷⁄₁₆ x 20
811-9006 811-06 ⁹⁄₁₆ x 18
811-9008 811-08 ³⁄₄ x 16
811-9010 811-10 ⁷⁄₈ x 14
811-9012 811-12 1 ¹⁄₁₆ x 12
811-9016 811-16 1 ⁵⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

811-18004 811-04 ⁷⁄₁₆ x 20
811-18006 811-06 ⁹⁄₁₆ x 18
811-18008 811-08 ³⁄₄ x 16
811-18010 811-10 ⁷⁄₈ x 14
811-18012 811-12 1 ¹⁄₁₆ x 12
811-18016 811-16 1 ⁵⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

811-12004 811-04 ⁷⁄₁₆ x 20
811-12006 811-06 ⁹⁄₁₆ x 18
811-12008 811-08 ³⁄₄ x 16
811-12010 811-10 ⁷⁄₈ x 14
811-12012 811-12 1 ¹⁄₁₆ x 12
811-12016 811-16 1 ⁵⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

811-4504 811-04 ⁷⁄₁₆ x 20
811-4506 811-06 ⁹⁄₁₆ x 18
811-4508 811-08 ³⁄₄ x 16
811-4510 811-10 ⁷⁄₈ x 14
811-4512 811-12 1 ¹⁄₁₆ x 12
811-4516 811-16 1 ⁵⁄₁₆ x 12

Automotive Hose and Fittings
HOSE AND FITTINGS
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G-line Re-usable Fittings for: 510 & 710 Hose
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FITTING TYPE: REUSABLE
APPLICATION: FUEL, OIL, WATER, METHANOL, AIR 
TO SUIT HOSE: 710  510  
MATERIAL: D
COLOUR: BLUE• / GOLD•

The only choice of fitting when the goal is to
achieve the World’s lightest reusable fluid
transfer system offering the ultimate flexibility,
performance and reliability. Use 1001 series
fittings if you do not have access to crimp or
swage equipment, or where you need to field
replace hoses.

1001
Straight Female

1090
90O Forged Female

1091
90O Swept Tube Female

1150
150O Swept Tube Female

1180
180O Swept Tube Female

1120
120O Swept Tube Female

1045
45O Forged Female

1046
45O Swept Tube Female

APPLICATION: FUEL, OIL, WATER, METHANOL, AIR
TEMPERATURE RANGE: -45ºC TO +170ºC
MATERIAL: CONVOLUTED PTFE BORE, ARAMID FIBRE
BRAID

710 Hose
See Complete specifications on page 637

APPLICATIONS: FUEL, OIL, WATER, METHANOL, AIR 
TEMPERATURE RANGE: -45ºC TO 170ºC
MATERIAL: CONVOLUTED PTFE BORE, 304 STAINLESS
STEEL BRAID

510 Hose
See Complete specifications on page 637

Part Number Material JIC/UNF Thread

1001-04 D ⁷⁄₁₆ x 20
1001-06 D ⁹⁄₁₆ x 18
1001-08 D ³⁄₄ x 16
1001-10 D ⁷⁄₈ x 14
1001-12 D 1 ¹⁄₁₆ x 12

Part Number Material JIC/UNF Thread

1090-04 D ⁷⁄₁₆ x 20
1090-06 D ⁹⁄₁₆ x 18
1090-08 D ³⁄₄ x 16
1090-10 D ⁷⁄₈ x 14
1090-12 D 1 ¹⁄₁₆ x 12

Part Number Material JIC/UNF Thread

1150-04 D ⁷⁄₁₆ x 20
1150-06 D ⁹⁄₁₆ x 18
1150-08 D ³⁄₄ x 16
1150-10 D ⁷⁄₈ x 14
1150-12 D 1 ¹⁄₁₆ x 12

Part Number Material JIC/UNF Thread

1045-04 D ⁷⁄₁₆ x 20
1045-06 D ⁹⁄₁₆ x 18
1045-08 D ³⁄₄ x 16
1045-10 D ⁷⁄₈ x 14
1045-12 D 1 ¹⁄₁₆ x 12

Part Number Material JIC/UNF Thread

1091-04 D ⁷⁄₁₆ x 20
1091-06 D ⁹⁄₁₆ x 18
1091-08 D ³⁄₄ x 16
1091-10 D ⁷⁄₈ x 14
1091-12 D 1 ¹⁄₁₆ x 12

Part Number Material JIC/UNF Thread

1180-04 D ⁷⁄₁₆ x 20
1180-06 D ⁹⁄₁₆ x 18
1180-08 D ³⁄₄ x 16
1180-10 D ⁷⁄₈ x 14
1180-12 D 1 ¹⁄₁₆ x 12

Part Number Material JIC/UNF Thread

1120-04 D ⁷⁄₁₆ x 20
1120-06 D ⁹⁄₁₆ x 18
1120-08 D ³⁄₄ x 16
1120-10 D ⁷⁄₈ x 14
1120-12 D 1 ¹⁄₁₆ x 12

Part Number Material JIC/UNF Thread

1046-04 D ⁷⁄₁₆ x 20
1046-06 D ⁹⁄₁₆ x 18
1046-08 D ³⁄₄ x 16
1046-10 D ⁷⁄₈ x 14
1046-12 D 1 ¹⁄₁₆ x 12
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QDSPH03/04 QDSPH 646

QDSPH06 QDSPH 646

QDSPH08 QDSPH 646

QDSPT QDSPT 646

QDSPT Refuelling QDSPT12 646
Coupling

Bayonet Locking 100% QDSPH 647
Dry Break Coupling

 100% Dry Break QDSPT 647
Coupling (optional lanyard)

Bayonet Locking 100% QDSPH 647
Dry Break Coupling (Titanium)

For Technical Data please see
Section 9

Automotive Hose and Fittings
HOSE AND FITTINGS
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Flush faced, the QDSPH avoids any kind of
pollution of the circuits: no spillage at
disconnection and no air or impurities are
introduced on re-connection. (pre-loading
hoses a possibility). Quick release coupling,
bayonet locking with simple push/rotation of
sleeve, the QDSPH helps you save time during
race servicing and offers a ‘no-bleed’
connection. Compact and light, in high tensile
materials, this coupling has been specially
developed for motor racing.

These couplings can be disconnected by
lanyard, and are ideal for use on fuel systems.
The QDSPT coupling is a 100% dry break,
ensuring total safety in the event of impact.
Also available with lanyard.

Part Number Application Series Number Flow Diameter

QDSPH03/04
Brakes,clutch, hydraulics 

(in both versions)

QDSPH03 aluminium or

titanium + stainless steel

QDSPH04 aluminium or

titanium

3mm

3mm

QDSPH06

Power steering

suspension hydraulics

fuel circuits:

FIA approved

QDSPH06 aluminium or

titanium
5mm

QDSPH08
Fuel supply,

lubrication water circuits

QDSPH08 aluminium

only
8mm

Part Number Application Series Number Flow Diameter

QDSPT

Fuel sampling, safety

break-away between

engine and cockpit, oil,

water

QDSPT06 aluminium

only

QDSPT08 aluminium

only

QDSPT10 aluminium

only

8mm

8mm

10mm

This range of quick release couplings are
designed specifically for motorsport
applications. Quick release couplings offer the
variety, performance and the response
demanded by our industry.

Please ensure that you choose the correct
coupling and o-ring seal combination for your
application. Generally this would mean viton
for fuel and oil and JS3, compatible for
brakes and methanol.
Couplings are available in titanium and
aluminum. To ensure you have the correct
product for your specific need please contact
your local Pirtek Centre.

All couplings are available with VITON or EPDM (METHANOL - compatible seals)

All couplings are  available with VITON or JS3 (METHANOL - compatible seals)

The refuelling coupling is used for secure
connection onto fuel tanks. The socket is
available with both -12 and M 35x1.5 threads.

Part Number Application Series Number Flow Diameter

QDSPT12
Fuel refuelling 

FIA approved

QDSPT12 aluminium

only
12mm

All couplings are  available with VITON seals

QDSPH

QDSPT

QDSPT Refuelling Coupling
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Bayonet Locking 100% Dry Break Coupling

Part Number Dash Size Description Material Seal Type Flow(mm) Diameter Application

QDSPH03DBF -3 QDV Female Bulkhead Alloy EPDM 3 Brake / Clutch / Hydraulics
QDSPH03DF -3 QDV Female Coupling Alloy EPDM 3 Brake / Clutch / Hydraulics
QDSPH03DM -3 QDV Male Coupling Alloy EPDM 3 Brake / Clutch / Hydraulics
QDSPH03DVF -3 QDV Female Coupling Alloy VITON 3 Brake / Clutch / Hydraulics
QDSPH03DVM -3 QDV Male Coupling Alloy VITON 3 Brake / Clutch / Hydraulics
QDSPH04DF -4 QDV Female Coupling Alloy EPDM 3 Clutch / Hydraulics
QDSPH04DM -4 QDV Male Coupling Alloy EPDM 3 Clutch / Hydraulics
QDSPT06DVF -6 QDV Female Coupling Alloy VITON 5 Fuel / Oil / Water / Hydraulics
QDSPH06DVF -6 QDV Female Coupling Alloy VITON 5 Fuel / Oil / Water / Hydraulics
QDSPH06DBVF -6 QDV Female Bulkhead Alloy VITON 5 Fuel / Oil / Water / Hydraulics
QDSPH06DVM -6 QDV Male Coupling Alloy VITON 5 Fuel / Oil / Water / Hydraulics
QDSPH08DVF -8 QDV Female Coupling Alloy VITON 8 Fuel / Oil / Water / Hydraulics
QDSPH08DVM -8 QDV Male Coupling Alloy VITON 8 Fuel / Oil / Water / Hydraulics

Part Number Dash Size Description Material Seal Type Flow(mm) Diameter Application

QDSPT06DVF -6 QDV Female Coupling Alloy VITON 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT06DF -6 QDV Female Coupling Alloy JS3 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT06DVFL -6 QDV Female Coupling(w/Lanyard) Alloy VITON 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT06DFL -6 QDV Female Coupling(w/Lanyard) Alloy JS3 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT06DVM -6 QDV Male Coupling Alloy VITON 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT06DM -6 QDV Male Coupling Alloy JS3 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT08DVF -8 QDV Female Coupling Alloy VITON 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT08DF -8 QDV Female Coupling Alloy JS3 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT08DVFL -8 QDV Female Coupling(w/Lanyard) Alloy VITON 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT08DFL -8 QDV Female Coupling(w/Lanyard) Alloy JS3 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT08DVM -8 QDV Male Coupling Alloy VITON 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT08DM -8 QDV Male Coupling Alloy JS3 8 Fuel / Oil / Water / FIA Fuel Sampler
QDSPT10DVF -10 QDV Female Alloy VITON 10 Oil / Water
QDSPT10DF -10 QDV Female Alloy JS3 10 Oil / Water
QDSPT10DVM -10 QDV Male Alloy VITON 10 Oil / Water
QDSPT10DM -10 QDV Male Alloy JS3 10 Oil / Water
QDSPT12DVF -12 QDV Female Coupling Alloy VITON 12 FIA Fuel Filler
QDSPT12DVM -12 QDV Male Coupling Alloy VITON 12 FIA Fuel Filler

Part Number Dash Size Description Material Seal Type Flow(mm) Diameter Application

QDSPH03TVF -3 QDV Female Coupling Titanium VITON 3 Brake / Clutch / Hydraulics
QDSPH03TVM -3 QDV Male Coupling Titanium VITON 3 Brake / Clutch / Hydraulics
QDSPH03TF -3 QDV Female Coupling Titanium EPDM 3 Brake / Clutch / Hydraulics
QDSPH03TM -3 QDV Male Coupling Titanium EPDM 3 Brake / Clutch / Hydraulics
QDSPH04TVF -4 QDV Female Coupling Titanium VITON 3 Fuel / Oil / Water / Hydraulics
QDSPH04TVM -4 QDV Male Coupling Titanium VITON 3 Fuel / Oil / Water / Hydraulics
QDSPH04TF -4 QDV Female Coupling Titanium EPDM 3 Fuel / Oil / Water / Hydraulics
QDSPH04TM -4 QDV Male Coupling Titanium EPDM 3 Fuel / Oil / Water / Hydraulics
QDSPH06TVF -6 QDV Female Coupling Titanium VITON 5 Fuel / Oil / Water / Hydraulics
QDSPH06TVM -6 QDV Male Coupling Titanium VITON 5 Fuel / Oil / Water / Hydraulics

100% Dry Break Coupling (optional lanyard)

Bayonet Locking 100% Dry Break Coupling (Titanium)

Automotive Hose and Fittings
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XLS L/W Banjo XLS5091 652

XLS L/W XLS5094 652
45O Banjo

XLS DBL XLS5095 652
Banjo OTR

XLS Tee Piece XLS5135 652

XLS L/W XLS6001 652
Straight Female 

XLS L/W XLS6046 652
45O Swept Female

 XLS L/W XLS6090 652
90O Swept Female 

XLS L/W XLS6091 652
90O Swept Female 

XLS L/W XLS6120 652
120O Swept Female 

Straight Plug-In XLS7001 652

45O Plug-In XLS7046 652

90O Plug-In XLS7091 652

100O Plug-In XLS7100 652

Hose -02 To -04 600 653
for: Brake and Clutch

Aramid Fibre Hose 700 653
(crimp only)

Straight Male 440 654
Concave Seat 

Straight Male 441 654
Convex Seat

Straight Male 443 654
Bulkhead

Straight Male 443BNP 654
Bulkhead Bleed Nipple 

Straight Female 6001 654
Concave Seat 

45O Forged Female 6045 654
Concave Seat

45O Swept Tube 6046 654
Female Concave Seat

90O Swept Tube 6091 654
Female Concave Seat

90O Forged Female 6090 654
Concave Seat

45O Double Swivel 6645 654
Concave Seat

90O Double Swivel 6690 654
Concave Seat

Fixed Female 704 654
Bulkhead Convex Seat

Fixed Female 746 654
Bulkhead Concave Seat

Fixed Female 748 654
Bulkhead Concave Seat

Fixed Female 756 654
Bulkhead Convex Seat

Fixed Female Bulkhead 758 654
Concave Seat Circlip Groove

Fixed Female Bulkhead 759 654
Convex Seat Circlip Groove

Straight Male 442 655
Concave Seat

 Straight Male 444 655
Concave Bulkhead

Straight Male 445 655
Convex Seat

Convex Metric 446 655
Seat Bulkhead

Convex Metric 446-EXP 655
Seat Bulkhead

Straight Male 448 655
Flat Seat

Straight Female 451 655
Concave Metric Seat

Straight Female 452 655
Convex Metric Seat

Banjo Bolt 492 655
Hose Connectors

Straight Fixed Female 6001VW 655
Concave Metric Seat

Fixed Female Bulkhead 749 655
Concave Metric Seat

Fixed Female Bulkhead 750 655
Convex Metric Seat

Convex Metric Seat 754 655
Bulkhead W/Circlip Groove

Convex Metric Seat 755 655
Bulkhead W/Circlip Groove

Concave Metric Seat 756 655
Bulkhead W/Circlip Groove

Concave Metric Seat 757 655
Bulkhead W/Circlip Groove

Fixed Female Bulkhead 758 655
Concave Seat Circlip Groove

Fixed Female Bulkhead 759 655
Convex Seat Circlip Groove

Straight Female 321 656

Straight Female to Suit 321SM 656
Smith Pressure Gauge

Straight Male 323 656

45° Swept Tube Female 331 656

90° Swept Tube Female 332 656

Tee Fitting with BSP LEG 5134 656
and Locating Lug

Relacement Locknuts 656

Replacement 1205 656
Olive

Replacement 1206 656
Socket

Banjo 5091 656

Banjo Straight Extended Neck 5092 656

 Banjo Straight Extended Neck 5093 656

45O Banjo Extended Neck 5094 657

Straight Twin 5095 657
Banjo

Banjo Side 20O 5096 657
Extended Neck

Banjo Side 20O 5097 657
Extended Neck

Banjo Twin 5098 657
Extended Neck

Banjo 70O 5070 657
Extended Neck

 Banjo 90O 5099 657
Extended Neck

Banjo Side 90O 5099S 657
Extended Neck

Tee Fitting JIC/UNF 5130 657
with Locating Lug

Re-Usable Tee Fitting 5131 657
with Male JIC/UNF Leg

Re-Usable Tee Fitting 5132 657
with Male JIC/UNF Leg

Tee Fitting with BSP 5134 657
Leg and Locating Lug

Re-Usable Tee 5135 657
Hose Fitting

PRODUCT INDEX



UK: 0800 38 24 38    ROI: 1800 74 78 35 649

6.
1

Automotive Hose and Fittings
HOSE AND FITTINGS

PRODUCT INDEX

Series Page

Re-Usable Tee Hose 5136 657
Fitting with Locating Lug

Crimp Collars RC600 658

Straight Male Concave Seat S440 658

Straight Male Convex Seat S441 658

Straight Male Bulkhead S443 658
Convex Seat

Straight Male Flat Seat S449 658

Straight Female S6001 658
Concave Seat

45O Forged Female S6045 658
Concave Seat 

45O Swept Tube Female S6046 658
Concave Seat

90O Forged Female S6090 658
Concave Seat

90O Swept Tube Female S6091 658
Concave Seat

Fixed Female Bulkhead S746 658
Concave Seat

Convex Circlip Groove S747 658
17mm Hex

Fixed Female Bulkhead S748 658
Concave Seat

Fixed Female Bulkhead S756 658
Concave Seat

Straight Male Concave Seat S442 659

Straight Male Convex Seat S445 659

Straight Male Swivel S445-01 659
- Metric Dual Seat*

20O Male Swivel - S445-20 659
Metric Dual Seat*

45O Male Swivel - S445-45 659
Metric Dual Seat*

90O Male Swivel - S445-90 659
Metric Dual Seat*

Straight Male Bulkhead S446 659

Straight Male Bulkhead S446EXP 659

Straight Male Flat Seat S448-31 659

Female Concave Swivel S451 659

Female Convex Swivel S452 659

Banjo Bolt Connections S492 659

Straight Female S6001 659
Concave Seat

45O Forged Female S6045 659
Concave Seat

90O Forged Female S6090 659
Concave Seat

Fixed Female Bulkhaed S749 659
Concave Metric Seat

Fixed Female Bulkhaed S750 659
Convex Metric Seat

Straight Female Convex S754 659
Metric Seat Circlip Groove

Straight Female Convex S755 660
Metric Seat Circlip Groove

Straight Female Convex S757 660
Metric Seat Circlip Groove

Straight Female Convex S758 660
Metric Seat Circlip Groove

Straight Female Convex Seat S759 660

Straight Female Locator S760 660
Convex Seat

Straight Circlip Female S762 660
(Rounded Edge) Convex

Straight Male Convex Seat S770 660

Straight Male Convex Seat S771 660
Metric W/Locating Flat

Straight Male Concave S772 660
Seat Metric

Fixed Female Bulkhead S745 660
BSF Convex

Straight Female Convex Seat S321 660

Straight Female to Suit S321SM 660
Smith Pressure Gauge

Straight Male Concave Seat S323 660

45O Swept Tube Female BSP S331 660

90O Swept Tube Female BSP S332 660

Straight Male NPT S816 660

Banjo S5091 661

Banjo Straight Extended Neck S5092 661

20O Banjo Extended Neck S5093 661

Banjo - S5093L 661
Compound 20O\20O Left

Banjo - S5093R 661
Compound 20O\20O Right

45O Banjo Extended Neck S5094 661

Banjo - S5094R/L 661
Compund 45O/45O Right/Left

Banjo - Double S5095 661

Side 20O Banjo Extended Neck S5097 661

Banjo Twin Extended Neck S5098 661

Banjo 70O Extended Neck S5070 661

Banjo 90O Extended Neck S5099 661

Banjo 90O Extended Neck S5099S 661

Tee with Locating Lug S5132 661

3 Way Tee S5135 661

3 Way Tee with S5136 661
Locating Lug

3 Way Tee with S5137 661
Locating Lug

3 Way Tee with S5138 661
Locating Lug

Line Locator BTL-300/310 662

Line Locator BTL-303/313 662

Line Locator BTL-304/314 662

Line Locator BTL-305/315 662

Line Locator BTL-306/316 662

Line Locator BTL-307/317 662

Line Locator BTL-308/318 662

Line Locator BLT-301/311 662
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Series Page

Line Locator BLT-302/312 662

Single Banjo Bolt UNF 775 663

Single Banjo Bolt Metric 992 663

Single Banjo Bolt BSP 1012 663

Double Banjo Bolt Metric 993 663

Double Banjo Bolt JIC/UNF 773 663

Double Banjo Bolt BSP 1013 663

Single Brakelight BL775 663
Banjo Bolt JIC/UNF

Single Brakelight BL992 663
Banjo Bolt Metric

Double Brakelight BL993 663
Banjo Bolt Metric

Single Banjo Bolt 775BN 664
with Bleed Nipple UNF

Single Banjo Bolt 992BN 664
with Bleed Nipple Metric

Bleed Nipple UNF BN506 664

Bleed Nipple Metric BN507 664

Bleed Nipple Metric BN508 664

Bleed Nipple Metric BN510 664

Single Banjo Bolt 773BN 664
with Bleed Nipple UNF

Bleed Nipple Double Banjo 993BN 664
Bolt Metric

Bleed Nipple Metric JIC/UNF BN704 664

Speed Bleeder BNSB 664

Bleed Nipple Cap BN-CAP 664

Tee Adaptor with-03 leg G105A 665
with ⁷⁄₁₆ Locator Hole

-03 Male Brake MCHD-011 665
Light Switch Body No Bracket

-03 Brake Switch Body MCHD-007 665
 

Angled Banjo Adaptor G106A 665
Square Head

Rear Tee Block GM G115 665

Tee Block Brass G107 665

-03 Male Brake MCHD-015 665
Light Switch Body

-03 Male Brake MCHD-016 665
Light Switch Body

Motocycle Elbow SP-202 665
Female Convex Seat

Motocycle Tee Female SP-203 665
Convex Seat

Straight Female Locator S760 665
Convex Seat

-03 Brakelight Switch MCHD-002 665
Body No Bracket

-03 Male Brake Light MCHD-010C 665
Switch Body

Brakelight Switch Body MCHD-003 666

-03 Brakelight Switch MCHD-004 666
Body w/Gearbox Bracket

-03 Male Brake Light MCHD-017C 666

S Bend Adaptor S666 666

150O Adaptor S6150 666

90O Adaptor S690 666

90O Adaptor Long S691 666

60° Adaptor 660 666

45° Adaptor S646 666

Tee Bar MCHD-001 666

45° Female Banjo MCHD-005 666
Adaptor

Front Brakelight MCHD-006 666

V-Rod Master to Tee MCHD-024 666

Double/Single Banjo Bolt 773 666
(Rounded Edge) Convex

Brake Light Bolt BL775 666

Straight Banjo Adaptor 592 666

30° Banjo Adaptor 593 666

90° Banjo Adaptor 599 666

Reusable Harley HD0100CH 667
Oil Tank Fitting

Reusable Straight Male HD0103CH 667

45O Reusable HD4503CH 667
Forged Female

90O Forged Male HD9003CH 667
Reusable

Crimp Straight HDO2OOCH 667
Oil Tank Fitting

Crimp Straight HD0203CH 667

45O Forged Male Swage HD4203CH 667

90O Forged Male Crimp HD9203CH 667

Fuel Injection Lines HDFL 667
For Twin Cam Evolution Engines

Cooler Take-off MCC-001 668

Cam Cooler Take-off MCC-002 668

Zephyr 1100 Oil Cooler MCC-004 668
Take-off

Zephyr 1100 Oil Cooler MCC-005 668
Take-off

XJR 1300 Cooler MCC-003 668
Take-off

XJR 1300 Cooler MCC-006 668
Take-off

Suzuki GSX 1400 Engine MCC-009 668
Oil Take off

Zephyr 550/750 Oil MCC-008 668
Cooler Take-off

Male Crank Case MCB-002 668
Breather Plug

MCB 002 MCB 668

Cooler Take-off for MCC-001A 668
1200 Bandit

Honda Blackbird / x11 MCC-010 668
Oil Cooler Take-off

Honda Blackbird / x11 MCC-011 668
Engine Take-off

Hose 600 669
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PRODUCT INDEX

High Pressure Hose 600 669

Straight Banjo 5091 670

Straight Female 6001 670

45° Forged Female 6045 670

45° Swept Tube Female 6046 670

90° Forged Female 6090 670

90° Swept Tube Female 6091 670

Olive 1205 670

Socket 1206 670

120° Swept Tube Female 6120 670

150° Swept Tube Female 6150 670

180° Swept Tube Female 6180 670

Straight Male Convex Seat S441 671
High Pressure

Straight Female Medium/High S6001 671
Pressure Concave

45° Swept Tube S6046 671
Female Medium/High Pressure Concave

Straight Banjo Medium/High S5091 671
Pressure

90O Swept Tube Femail S6091 671
Medium/High Pressure

120O Swept Tube Femail S6120 671
Medium/High Pressure

150O Swept Tube Femail S6150 671
Medium/High Pressure

180O Swept Tube Femail S6180 671
Medium/High Pressure

Collars to Suit 600 Series RC600 671
Hose Medium Pressure

To Suit 600 HP Series RC600 671

Banjo with Integral Swivel S5092 671

For Technical Data please see
Section 9
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Plug In Fittings

6.
1

MATERIAL: T, C

This type of fitting is occasionally referred to as
a “divorced" fitting because the sealing
function is divorced from the fixing function,
unlike conventional threaded fittings. Where a
designer wishes to connect a hose assembly
to a component using this system, a parallel
sided port is machined in place of a threaded
port and  the plug-in seals directly into the port
via an “O" ring. The plug-in is then retained by
a keeper plate or a circlip / snap ring. 

All fittings use Collars RC600LW-03XLS

XLS5091 
XLS L/W Banjo

XLS5135 
XLS Tee Piece

Part Number Material Hole Size

XLS5135-03 T -3

XLS6001
XLS L/W
Straight Female

XLS6046
XLS L/W 
45O Swept Female

XLS5095
XLS DBL 
Banjo OTR
Part Number Material Hole Size

XLS5095-03 T ³⁄₈ - M10

XLS5094
XLS L/W 
45O Banjo
Part Number Material Hole Size

XLS5094-03 T ³⁄₈ - M10

XLS6120
XLS L/W
120O Swept Female

XLS7001
Straight Plug-In

XLS7046
45O Plug-In

XLS7091
90O Plug-In

XLS7100
100O Plug-In

Part Number Material Hole Size

XLS7100-03-88 T 8.8mm

XLS6090
XLS L/W
90O Swept Female

XLS6091
XLS L/W
90O Swept Female

Part Number Material Hole Size

XLS6091-03 T ³⁄₈ X 24

Part Number Material Hole Size

XLS6120-03 T ³⁄₈ X 24

Part Number Material Hole Size

XLS6001-03 T, C ³⁄₈ X 24
Part Number Material Hole Size

XLS7001-03-86 T 8.6mm
XLS7001-03-88 T 8.8mm
XLS7001-04-96 T 9.6mm

Part Number Material Hole Size

XLS6046-03 T, C ³⁄₈ X 24

Part Number Material Hole Size

XLS5091-03-M6 C M6
XLS5091-03-M8 T M8
XLS5091-03-M10 C, T M10

Part Number Material Hole Size

XLS7046-03-86 T 8.6mm
XLS7046-03-88 T 8.8mm
XLS7046-04-96 T 9.6mm

Part Number Material Hole Size

XLS7091-03-86 T 8.6mm
XLS7091-03-88 T 8.8mm
XLS7091-04-96 T 9.6mm

Part Number Material Hole Size

XLS6090-03 C ³⁄₈ X 24
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600 Series Hose -02 To -04 for: Brake and Clutch

High speed, constant rapid gear changes and
heavy braking put great strains on competition
hydraulic systems, where failure can be
disastrous.  600 series hose strongly resists
expansion under high pressure and temperature,
provides consistent brake and clutch pedal
pressure giving firmer and more efficient
operation without that spongy feeling, offering
protection against abrasion and fire, these hoses
are also recommended for all pressure gauge
lines and fire extinguisher systems.  

Our exclusive 700-Series Aramid Fibre Braided
Hose is the worlds lightest flexible fluid transfer
conduit for small bore applications in general
racing environments. Its strength and flexibility
parallels that of our 600 Series Hose resisting
expansion under high pressure and temperature,
offering a consistent, firm and highly efficient
feel. There is a range of Aramid Fibre Hose from
-02 to -04. These hoses are recommended for
pressure gauge lines, fuel injection lines, fire 

extinguisher systems, nitrous systems, brake
and clutch lines and hydraulic wing lines. When
used in -02 with titanium fittings, the ultimate in
weight saving, performance and reliability can be
achieved. 
700 Series Hose is designed for use with
permanently attached swage style hose ends.

APPLICATION: BRAKE, CLUTCH, HYDRAULICS
MATERIAL / CONSTRUCTION: OUTER COVER
CORROSION AND FIRE RESISTANT STAINLESS STEEL
BRAID, PTFE INNER TUBE COMPATIBLE WITH ALL BRAKE
AND CLUTCH FLUIDS 

600-03 Hose is also available with abrasion resistant
covers in a range of different colours for easy
identification, ease of cleaning and cosmetic
appearance. 
600-03 COLOURS:
BK SB CB CL CLG GN RD 
YE OR EB 

Black (BK) Blue (SB) Carbon (CB) Clear (CL) Clear with
print (CLG)  Green (GN) Red (RD) Yellow (YE) Orange
(OR) Electric Blue (EB)

Bore Size PTFE Wall Braid O/D Cover Wall Cover O/D Working Pres Burst Pres Weight Temperature
Part Number mm inch mm inch mm inch mm inch mm inch BAR PSI BAR PSI kg/m Min Max

700K-02 2.0 0.079 1.0 0.039 5.4 0.210 - - - - 450 6600 1350 19800 0.030 -45ºC 170ºC
700K-03 3.5 0.138 1.0 0.039 6.7 0.264 - - - - 290 4250 870 12750 0.044 -45ºC 170ºC
700K-03BK 3.5 0.138 1.0 0.039 8.1 0.320 0.5 0.019 7.7 0.303 290 4250 870 12750 0.059 -20ºC 85ºC
700K-03BU 3.5 0.138 1.0 0.039 8.1 0.320 0.5 0.019 7.7 0.303 290 4250 870 12750 0.059 -20ºC 85ºC
700K-03RD 3.5 0.138 1.0 0.039 8.1 0.320 0.5 0.019 7.7 0.303 290 4250 870 12750 0.059 -20ºC 85ºC
700K-04BK 5.0 0.197 0.76 0.030 9.2 0.363 0.9 0.035 9.6 0.378 280 4110 840 12350 0.074 -20ºC 85ºC

APPLICATION: BRAKE, CLUTCH, HYDRAULICS
MATERIAL / CONSTRUCTION: LIGHT WEIGHT, FLEXIBLE
AND EXTREMELY  STRONG WOVEN ARAMID FIBRE OUTER
BRAID, PTFE INNER TUBE COMPATIBLE WITH ALL BRAKE
AND CLUTCH FLUIDS
COLOUR: BK • BU • RD •
Black (BK) Blue (BU) Red (RD)   
PLEASE NOTE: 700 SERIES FOR COMPETITION USE
ONLY

700 Series Aramid Fibre Hose (crimp only)

Automotive Hose and Fittings
HOSE AND FITTINGS

Bore Size PTFE Wall Braid O/D Cover Wall Cover O/D Working Pres Burst Pres Weight Temperature
Part Number mm inch mm inch mm inch mm inch mm inch BAR PSI BAR PSI kg/m Min Max

600-02 2.0 0.079 1.0 0.039 5.0 0.197 - - - - 450 6600 1350 19800 0.045 -70ºC 260ºC
600-03 3.5 0.138 1.0 0.039 6.45 0.254 - - - - 290 4250 870 12750 0.060 -70ºC 260ºC
600-03BK 3.5 0.138 1.0 0.039 6.45 0.254 0.5 0.019 7.5 0.287 290 4250 870 12750 0.088 -20ºC 85ºC
600-03SB 3.5 0.138 1.0 0.039 6.45 0.254 0.5 0.019 7.5 0.287 290 4250 870 12750 0.088 -20ºC 85ºC
600-03CB 3.5 0.138 1.0 0.039 6.45 0.254 0.5 0.019 7.5 0.287 290 4250 870 12750 0.088 -20ºC 85ºC
600-03CL 3.5 0.138 1.0 0.039 6.45 0.254 0.5 0.019 7.5 0.287 290 4250 870 12750 0.088 -20ºC 85ºC
600-03CLG 3.5 0.138 1.0 0.039 6.45 0.254 0.5 0.019 7.5 0.287 290 4250 870 12750 0.088 -20ºC 85ºC
600-03EB 3.5 0.138 1.0 0.039 6.45 0.254 0.5 0.019 7.5 0.287 290 4250 870 12750 0.088 -20ºC 85ºC
600-03GN 3.5 0.138 1.0 0.039 6.45 0.254 0.5 0.019 7.5 0.287 290 4250 870 12750 0.088 -20ºC 85ºC
600-03OR 3.5 0.138 1.0 0.039 6.45 0.254 0.5 0.019 7.5 0.287 290 4250 870 12750 0.088 -20ºC 85ºC
600-03RD 3.5 0.138 1.0 0.039 6.45 0.254 0.5 0.019 7.5 0.287 290 4250 870 12750 0.088 -20ºC 85ºC
600-03YE 3.5 0.138 1.0 0.039 6.45 0.254 0.5 0.019 7.5 0.287 290 4250 870 12750 0.088 -20ºC 85ºC
600-04 5.0 0.197 0.76 0.030 7.65 0.301 - - - - 280 4110 840 12350 0.075 -70ºC 260ºC 

Use dash size 3 for most braking systems and
dash size 3 or 4 for clutch systems. Dash 2 hose
is the smallest brake hose available. Its
microbore construction can give increased line
pressure and more responsive and sensitive
brake feel. Excellent for all 4 and 2 wheel braking
applications whether for the circuit or road.
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6090 
90O Forged Female
Concave Seat

FITTING TYPE: REUSABLE
APPLICATION: BRAKE / CLUTCH 
TO SUIT HOSE: 600 SERIES

MATERIAL: P CH C D T
COLOURS AVAILABLE: COLOURED ANODISED
ALUMINIUM

*COLOUR: BK • BU • GD • RD •
EXAMPLE PART NO: 6001-03DGD = ANODISED

ALUMINIUM GOLD

440 
Straight Male 
Concave Seat

441 
Straight Male
Convex Seat

443 
Straight Male
Bulkhead

6001 
Straight
Female
Concave Seat

6046 
45O Swept Tube
Female Concave
Seat

443BNP 
Straight Male
Bulkhead
Bleed Nipple

6091 
90O Swept Tube
Female
Concave Seat

6645 
45O Double Swivel
Concave Seat

6690 
90O Double Swivel
Concave Seat

746 
Fixed Female
Bulkhead Concave
Seat

756 
Fixed Female
Bulkhead Convex
Seat

758 
Fixed Female
Bulkhead Concave
Seat Circlip Groove

759 
Fixed Female
Bulkhead Convex
Seat Circlip Groove

Part Number Material JIC/UNF Thread

6045-02 C,T ⁵⁄₁₆ x 24
6045-02-03 C ³⁄₈ x 24
6045-03 P, C, D, T ³⁄₈ x 24
6045-04 D ⁷⁄₁₆ x 20

Part Number Material JIC/UNF Thread

704-03 P ³⁄₈ x 24
704-04 P 7³⁄₈ x 24

Use locknut Part Number2K8686

Part Number Material JIC/UNF Thread

6046-03 C, CH, D, P ³⁄₈ x 24
6046-04 P, C, D ⁷⁄₁₆ x 20

Part Number Material JIC/UNF Thread

746-03 P ³⁄₈ x 20BSF (inner)

Use locknut Part Number2K8686Part Number Material JIC/UNF Thread

440-03 C, CH, P ³⁄₈ x24

Part Number Material JIC/UNF Thread

441-03 C, CH, P ³⁄₈ x 24
441-04 C ⁷⁄₁₆ x 20

Part Number Material JIC/UNF Thread

6091-03 C, CH, D, P ³⁄₈ x 24
6091-04 C, CH, D, P ⁷⁄₁₆ x 20

Part Number Material JIC/UNF Thread

748-03 P, CH ³⁄₈ x 20BSF
748-03PDS P ³⁄₈ x 24
DS= Deep seat MINI 
Use Locknut Part Number2K8686

Part Number Material JIC/UNF Thread

443-03 C, CH, D, P ³⁄₈ x 24
443-04 P ⁷⁄₁₆ x 20

Use Locknut Part Number 924

Part Number Material JIC/UNF Thread

6090-02 C, T ⁵⁄₁₆ x 24
6090-02-03 C, T ³⁄₈ x 24
6090-03 P, C, D, ³⁄₈ x 24
6090-04 D ⁷⁄₁₆ x 20

748 
Fixed Female Bulkhead 
Concave Seat

Part Number Material JIC/UNF Thread

756-03 P ³⁄₈ x 24

Use locknut Part Number 2K8686

Part Number Material JIC/UNF Thread

443-03 BNP P ³⁄₈ x 24

Use Locknut Part Number 924

6045 
45O Forged Female 
Concave Seat

704 
Fixed Female 
Bulkhead 
Convex Seat

Part Number Material JIC/UNF Thread

6645-02 C ⁵⁄₁₆ x 24
6645-02-03 C ³⁄₈ x 24
6645-03 P, C ³⁄₈ x 24
6645-04 C ⁷⁄₁₆ x 20

Part Number Material JIC/UNF Thread

758-03-03 P ³⁄₈ x 24
758-03-03FP P ³⁄₈ x 24
Flat Face

Part Number Material JIC/UNF Thread

6001-02 C,T ⁵⁄₁₆ x 24
6001-02-03 C,T ³⁄₈ x 24
6001-03* C, CH, D, P, T ³⁄₈ x 24
6001-03-04 C ⁷⁄₁₆ x 20
6001-04 P, C, D ⁷⁄₁₆ x 20

Part Number Material JIC/UNF Thread

6690-02 C ⁵⁄₁₆ x 24
6690-02-03 C ³⁄₈ x 24
6690-03 P, C ³⁄₈ x 24
6690-04 C,D ⁷⁄₁₆ x 20
6690-31 C M10 x 1

Part Number Material JIC/UNF Thread

759-03-03 P ³⁄₈ x 24
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Metric Reusable Fittings for 600 Hose

FITTING TYPE: REUSABLE
APPLICATION: BRAKE / CLUTCH 
TO SUIT HOSE: 600 SERIES
MATERIAL: P CH C D 

442 
Straight Male
Concave Seat

451 
Straight Female
Concave Metric
Seat

754 
Convex Metric
Seat Bulkhead
W/Circlip Groove

755 
Convex Metric
Seat Bulkhead
W/Circlip Groove

756 
Concave Metric
Seat Bulkhead
W/Circlip Groove

757 
Concave Metric
Seat Bulkhead
W/Circlip Groove

758 
Fixed Female
Bulkhead Concave
Seat Circlip
Groove

452 
Straight Female
Convex Metric Seat

492 
Banjo Bolt
Hose
Connectors

6001VW
Straight Fixed
Female
Concave
Metric Seat (VW/AUDI)

749
Fixed Female
Bulkhead
Concave
Metric Seat

750
Fixed Female
Bulkhead
Convex Metric
Seat

445 
Straight Male
Convex Seat

448 
Straight Male Flat
Seat

446 
Convex Metric
Seat Bulkhead

446EXP
Convex
Metric Seat
Bulkhead

444 
Straight Male
Concave
Bulkhead

Part Number Material Metric Thread

754-03-31 P, C 10 x 1.00mm

(17mm HEX) Subaru

Part Number Material Metric Thread

451-31 C, D, P 10 x 1.00mm
451-32 C, D 10 x 1.25mm

Part Number Material Metric Thread

442-31 C, CH, D, P 10 x 1.00mm
442-31L P 10 x 1.00mm
442-32 C, CH, D, P 10 x 1.25mm

Part Number Material Metric Thread

452-31 P, C, D 10 x 1.00mm
452-32 C, D 10 x 1.25mm
452-35 C 10 x 1.50mm

Part Number Material Metric Thread

444-31 P, CH 10 x 1.00mm
444-32 P, C 10 x 1.25mm
Use Locknut Part Number 318

Part Number Material Metric Thread

755-03-31 P 10 x 1.00mm

(19mm HEX)

Part Number Material Metric Thread

492-31 P 10 x 1.00mm
Part Number Material Metric Thread

756-03-31 C,P 10 x 1.00mm
(19mm HEX)

Part Number Material Metric Thread

757-03-31 P 10 x 1.00mm
(17mm HEX) Toyota

Part Number Material Metric Thread

6001-31_VW P, C 10 x 1.00mm
6001-32_VW P 10 x 1.25mm

Part Number Material Metric Thread

445-31 C, CH, D, P 10 x 1.00mm
445-32 P, CH, D 10 x 1.25mm

Part Number Material Metric Thread

446-31 P, CH, C 10 x 1.00mm
446-32 P 10 x 1.25mm

Use Locknut Part Number 318

Part Number Material Metric Thread

446-31EXP P, C 10 x 1.00mm
(VW GOLF)

Part Number Material Metric Thread

448-31 P 10 x 1.00mm

Part Number Material Metric Thread

749-03-31 P, CH 10 x 1.00mm
749-03-32 P 10 x 1.25mm
749-03-35 P 10 x 1.50mm
Use Locknut 2K8686

Part Number Material Metric Thread

758-03-31 P, CH, C 10 x 1.00mm
758-03-31F P 10 x 1.00mm Flat Face
758-03-31S P, C 10 x 1.00mm 17mm Hex
758-03-32 P 10 x 1.25mm
Flat Face

Part Number Material Metric Thread

750-03-31 P, CH 10 x 1.00mm
750-03-32 P, CH 10 x 1.25mm
750-03-35 P 10 x 1.50mm

Use Locknut 2K8686

759 
Fixed Female
Bulkhead Convex
Seat Circlip
Groove

Part Number Material Metric Thread

759-03-31S C,P 10 x 1.00mm 17mm Hex
759-03-31 P, CH 10 x 1.00mm
759-03-32 P, CH 10 x 1.25mm

Automotive Hose and Fittings
HOSE AND FITTINGS
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Metric Reusable Fittings for 600 Hose
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FITTING TYPE: REUSABLE
APPLICATION: BRAKE / CLUTCH 
TO SUIT HOSE: 600 SERIES
MATERIAL: P CH C 

Replacement Olives and Sockets
for 600 Hose
TO SUIT HOSE: 600 SERIES
MATERIAL: P  CH  C  D

Replacement Locknuts

321
Straight 
Female

321SM
Straight Female to
Suit Smith
Pressure Gauge

323
Straight Male

331
45O Swept
Tube Female

332
90O Swept Tube
Female

5134
Tee Fitting with
BSP LEG and
Locating Lug

1205
Olive

1206
Socket

Reusable Banjo Fittings
FITTING TYPE: REUSABLE
APPLICATION: BRAKE / CLUTCH 
TO SUIT HOSE: 600 SERIES

MATERIAL: P CH C T D
Zinc Plated Carbon Steel (P), Chrome Plated (CH)
Stainless Steel (C) Titanium (T), 
Anodised Aluminium (D)
*ANODISED ALUMINIUM COLOUR: 
BK• BU• GD• RD•
Example Part Number 
5092-03DGD = Anodised Aluminium Gold

5091
Banjo

5092
Banjo Straight Extended Neck

5093
20O Banjo Extended Neck

*ANODISED ALUMINIUM COLOUR: BK• BU• GD•
RD•
EXAMPLE PART NUMBER 
5092-03DGD = Anodised Aluminium Gold

Part Number Thread To Suit Material

924-02 ⁵⁄₁₆ x 24 D
924-03 ³⁄₈ x 24 443-03 P, D, C, H
924-04P ⁷⁄₁₆ x 20 P
318-31 10 x 1.00mm 446-31 / 444-31 P, C, CH
318-32 10 x 1.25mm 446-32 P
318-35 10 x 1.50mm P, C
318-M121 12 x 1.00mm C
2K8686 ⁵⁄₈ whit 748-03 / 749-31 / 750-31 / 704 / 746 P, C 

Part Number Material BSP Thread

321-03 P, CH ¹⁄₈

321-04 P, CH ¹⁄₄

Part Number Material

1205-02 B
1205-03 D, B
1205-04 D, B

Part Number Material BSP Thread

321-03SM P ¹⁄₈

Part Number Material

1206-02 C
1206-03 C, CH, D
1206-04 C, CH, D, P 

Part Number To Suit Bolt Material Hose Size

5091-02-03 ³⁄₈, 10mm C, T -02
5091-03 ³⁄₈, 10mm C, CH, P, D,T -03
5091-03-04 ⁷⁄₁₆, 11.2mm P, CH, C -03
5091-04-03 ³⁄₈, 10 mm P -03
5091-04 ⁷⁄₁₆, 11.2mm P, C, D -04

Part Number Material BSP Thread

323-03 P, C ¹⁄₈

323-04 P ¹⁄₄

Part Number Material BSP Thread

331-03 P, CH ¹⁄₈

331-04 P ¹⁄₄

Part Number Material BSP Thread

332-03 P, CH ¹⁄₈

332-04 P ¹⁄₄

Part Number To Suit Bolt Material Hose Size

5092-02 ⁵⁄₁₆, 8mm C, T -02
5092-02-03 ³⁄₈, 10mm C, T -03
5092-03-02 ⁵⁄₁₆, 8mm C, CH, D, P -02
*5092-03 ³⁄₈, 10mm C, CH, D, P -03
5092-03DSW ³⁄₈, 10mm D (swivel) -03
5092-03-04 ⁷⁄₁₆, 11.2mm CH, C, P -04
5092-03-M12 12mm C, CH -03

Part Number To Suit Bolt Material Hose Size

5093-02 ⁵⁄₁₆, 8mm C, T -02
5093-02-03 ³⁄₈, 10mm C, T -03
*5093-03 ³⁄₈, 10mm C, CH, D, P -03
5093-03-04 ⁷⁄₁₆, 11.2mm CH, C, P -04
5093-03DSW ³⁄₈, 10mm D (swivel) -03
5093-03-M12 12mm C, CH -03

Part Number Material BSP Thread

5134-03 C ¹⁄₈
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Tee Fittings for 600 Hose

5130
Tee Fitting
JIC/UNF with
Locating Lug

FITTING TYPE: REUSABLE
APPLICATION: BRAKE, CLUTCH 
TO SUIT HOSE: 600 SERIES

FITTING TYPE: REUSABLE
APPLICATION: BRAKE, CLUTCH 
TO SUIT HOSE: 600 SERIES
MATERIAL: C, D, T

5094
45O Banjo Extended Neck

5095
Straight Twin Banjo

5096
Banjo Side 20O Extended Neck

5097
Banjo Side 20O Extended Neck

5098
Banjo Twin Extended Neck

5070
Banjo 70O Extended Neck

5099
Banjo 90O Extended Neck

5099S
Banjo Side 90O Extended Neck

5131
Re-Usable Tee
Fitting with Male
JIC/UNF Leg

5132
Re-Usable Tee
Fitting with Male
JIC/UNF Leg

5134
Tee Fitting with
BSP Leg and
Locating Lug

5135
Re-Usable Tee
Hose Fitting

5136
Re-Usable Tee
Hose Fitting with
Locating Lug

Part Number To Suit Bolt Material Hose Size

5070-03 ³⁄₈, 10mm C, CH, P -03

Part Number To Suit Bolt Material Hose Size

5098-03 ³⁄₈, 10mm C, CH, D, P -03

Part Number To Suit Bolt Material Hose Size

*5099-03 ³⁄₈, 10mm C, CH, D, P -03
5099-03-04 ⁷⁄₁₆, 11.2mm CH -03

Part Number Material Thread

5130-03 C ³⁄₈ x 24

Part Number Material Thread Hose Size

5134-03 C ¹⁄₈ BSP -03

Part Number To Suit Bolt Material Hose Size

5094-02-03 ³⁄₈, 10mm C -02
*5094-03 ³⁄₈, 10mm C, CH, D, P -03

Part Number To Suit Bolt Material Hose Size

5095-02-03 ³⁄₈, 10mm C -02
5095-03-04 ⁷⁄₁₆, 11.2mm P -03
5095-03 ³⁄₈, 10mm C, CH, D, P -03

Part Number To Suit Bolt Material Hose Size

5096-02-03 ³⁄₈, 10mm C -02
5096-03 ³⁄₈, 10mm C -03

Part Number To Suit Bolt Material Hose Size

5097-02 ⁵⁄₁₆, 8mm C -02
*5097-03 ³⁄₈, 10mm C, CH, D, P -03

Part Number Material Thread Hose Size

5132-03 C ³⁄₈ x 24 -03

Part Number To Suit Bolt Material Hose Size

5099S-03 ³⁄₈, 10mm P -03

Part Number Material Hose Size

5135-02 C, T -02
5135-03 C, D -03

Part Number Material Hose size

5136-03 C -03

Part Number Material Thread Hose Size

5131-02 T ⁵⁄₁₆ x 24 -02
5131-03 C ³⁄₈ x 24 -03

Reusable Banjo Hose Fittings

Automotive Hose and Fittings
HOSE AND FITTINGS

MATERIAL: C, CH, D, P

*ANODISED ALUMINIUM COLOUR: BK• BU• GD• RD•
EXAMPLE PART NUMBER 
5094-03DGD = ANODISED ALUMINIUM GOLD
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Dash 2 & 3 JIC/UNF Fittings for: 600/700K Series Hose

6.
1

FITTING TYPE: SWAGE / CRIMP
APPLICATION: BRAKE / CLUTCH
TO SUIT HOSE: 600 / 700 SERIES 
MATERIAL: P  CH  C  D  T
PLEASE NOTE: ALL SWAGE/CRIMP FITTINGS REQUIRE
A COLLAR  

When weight savings are critical, the best hose
end option for 600 Series or 700 Series Hose is
from this complete range of swaged style hose
end fittings. We offer this full range available in
JIC/UNF, Metric, British Standard Pipe (BSP)
Threads, Banjo Fittings and Three Way Fittings.
All have been tried and tested in the upper
echelons of world motorsport, racing's most
severe conditions, and are proven in their
quality of engineering, workmanship and finish,
with the continued growth in world motorsport
popularity, automotive and motorcycle
manufacturers and race fans have asked for
the safety and reliability of race type products
in a form legal for use on public roads.  
The exclusive swage tail design, and unique
method of attachment are the keys to our
success. TÜV and DOT certification has been
achieved in all of our available fitting materials.
The following pages show the most popular
fittings for brake and clutch applications. A full
range of JIC/UNF, Metric and BSP adaptors
have also been developed for use with these
fittings. 

RC600
Crimp Collars

S440
Straight Male
Concave Seat

S441
Straight Male
Convex Seat

S449
Straight Male
Flat Seat

S6001
Straight Female
Concave Seat

S6045
45O Forged
Female Concave
Seat

S6046
45O Swept Tube
Female Concave
Seat

S6090
90O Forged
Female Concave
Seat

S6091
90O Swept Tube
Female Concave
Seat

S746
Fixed Female
Bulkhead
Concave Seat

S748
Fixed Female
Bulkhead
Concave Seat

S756
Fixed Female
Bulkhead
Concave Seat

S747
Convex Circlip
Groove 17mm
Hex

Part Number Material UNF Thread Hose 
Size

S6091-02-03 C ³⁄₈ x 24 -02
S6091-03 C, CH, D, P ³⁄₈ x 24 -03
S6091-04 P, C, D ⁷⁄₁₆ x 20 -04

S443
Straight Male 
Bulkhead Convex Seat

Part Number Material JIC/UNF Thread

S443-03 C, P ³⁄₈ x 24

Use Locknut 924-03

Part Number Material JIC/UNF 
Thread

S449-03 P ³⁄₈ x 24

Part Number Material BSF Thread Hose 
Size

S746-03 P ³⁄₈ x 20 -03

Use Locknut 2K8686

Part Number Material JIC Thread Hose 
Size

S6001-02-03 C, T ³⁄₈ x 24 -02
S6001-02 C, T ⁵⁄₁₆ x 24 -02
S6001-03 C, CH, D, P, T ³⁄₈ x 24 -03

Part Number Material JIC/UNF
Thread

S747-03 C, P ³⁄₈ x 24
S747-44 C, P ⁷⁄₁₆ x 24

Part Number Material JIC Thread Hose 
Size

S6045-02-03 C ³⁄₈ x 24 -02
S6045-02 C ⁵⁄₁₆ x 24 -02
S6045-03 C, D, T ³⁄₈ x 24 -03
S6045-04 C, D ⁷⁄₁₆ x 20 -04
S6045-03-04 C ⁷⁄₁₆ x 20 -03

Part Number Material UNF Thread Hose 
Size

S748-03 P ³⁄₈ x 20 BSF -03
S748-03PDS P ³⁄₈ x 24 UNF -03

Mini 91

DS = Deep Seat \ Use Locknut 2K8686

Part Number Material JIC Thread Hose 
Size

S6046-02-03 C ³⁄₈ x 24 -02

S6046-03 C, CH, D, P ³⁄₈ x 24 -03

S6046-04 C, D, P ⁷⁄₁₆ x 20 -04

Part Number Material UNF Thread Hose 
Size

S756-03 P ³⁄₈ x 24 -03

Use Locknut 2K8686
Part Number Material UNF Thread Hose 

Size

S6090-02-03 C, T ³⁄₈ x 24 -02
S6090-02 C, T ⁵⁄₁₆ x 24 -02
S6090-03-02 C ⁵⁄₁₆ x 24 -03
S6090-03 C, D, T, P ³⁄₈ x 24 -03
S6090-04 C, D ⁷⁄₁₆ x 20 -04

Part Number Material JIC/UNF Thread

S441-03 C, P ³⁄₈ x 24

Part Number Material JIC/UNF Thread

S440-03 C, P ³⁄₈ x 24

Part Number Material

RC600-03TÜV B
RC600-03CTÜV B
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Dash 3 Metric Fittings for: 600/700K Series Hose

S754
Straight Female
Convex Metric
Seat Circlip
Groove

FITTING TYPE: SWAGE / CRIMP
APPLICATION: BRAKE / CLUTCH
TO SUIT HOSE: 600 / 700 SERIES 
MATERIAL: P  CH  C
*PLEASE NOTE: METRIC DUAL SEAT FITTINGS WILL
SEAL WITH EITHER CONCAVE OR CONVEX METRIC
FITTINGS  

S442
Straight Male
Concave Seat

S445
Straight Male
Convex Seat

S445-01
Straight Male
Swivel - Metric
Dual Seat*

S446
Straight Male
Bulkhead

S446EXP
Straight Male
Bulkhead

S448-31
Straight Male
Flat Seat

S452
Female 
Convex Swivel

S451
Female
Concave Swivel

S445-20
20O Male 
Swivel - 
Metric Dual Seat*

S445-45
45O Male 
Swivel - 
Metric Dual Seat*

S445-90
90O Male 
Swivel - 
Metric Dual Seat*

S6045
45O Forged 
Female Concave 
Seat

S6090
90O Forged
Female
Concave Seat

S749
Fixed Female
Bulkhead
Concave Metric
Seat

S6001
Straight Female
Concave Seat

S492
Banjo Bolt
Connections

S750
Fixed Female
Bulkhead
Convex Metric
Seat

Part Number Material Metric 
Thread

S446-31 C, P 10 x 1.00mm
Use Locknut 318-31

Part Number Material Metric 
Thread

S448-31 P 10 x 1.00
VW Golf/BMW

Part Number Material Metric Hose 
Thread Size

S6090-31 C 10 x 1.00mm -03

Part Number Material Metric Hose 
Thread Size

S749-03-31 P, C 10 x 1.00mm -03
S749-03-32 P, C 10 x 1.25mm -03
Use Locknut 2K8686

Part Number Material Metric 
Thread

S451-31 C,D 10 x 1.00mm

Part Number Material Metric 
Thread

S452-31 C,P 10 x 1.00mm

Part Number Material Metric 
Thread

S452-31 C,P 10 x 1.00mm

Part Number Material Metric 
Thread

S445-0131 C, P 10 x 1.00
S445-0132 C, P 10 x 1.25

Part Number Material Metric Thread

S445-2031 C, P 10 x 1.00
S445-2032 C, P 10 x 1.25

Part Number Material Metric Thread

S445-4531 C, P 10 x 1.00
S445-4532 C, P 10 x 1.25

Part Number Material Metric Thread

S445-9031 C, P 10 x 1.00
S445-9032 C, P 10 x 1.25

Part Number Material Metric 
Thread

S754-03-31 P, C 10 x 1.00mm
(17mm Hex) Subaru
S754-03-31F P 10 x 1.00mm
(with flats)

Part Number Material Metric 
Thread

S442-31 C, P 10 x 1.00mm
S442-31L (long) P 10 x 1.00mm
S442-31S P 10 x 1.00mm

Part Number Material Metric 
Thread

S446-31EXP C, P 10 x 1.00mm

VW Golf/BMW

Part Number Material Metric Hose 
Thread Size

S6045-31 C 10 x 1.00mm -03

Part Number Material Metric 
Thread

S445-31 C, P 10 x 1.00mm

Part Number Material Metric 
Thread

S6001-31_VW C, P 10 x 1.00mm VW
S6001-31_AU C, P 10 x 1.00mm Audi
S6001-31_MN C, P 10 x 1.00mm BMW/Mini
S6001-31_PR C, P 10 x 1.00mm Peugeot
Sample Part No. S6001-31PVW = Plated VW part

Part Number Material Metric Hose 
Thread Size

S750-03-31 P 10 x 1.00mm -03
Use Locknut 2K8686

Automotive Hose and Fittings
HOSE AND FITTINGS
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Metric Swage/Crimp Fittings for: 600/700K Hose - continued BSP/ NPT Crimp Fittings for:
600/700K Hose

6.
1

FITTING TYPE: SWAGE / CRIMP
APPLICATION: BRAKE / CLUTCH
TO SUIT HOSE: 600 / 700 SERIES 
MATERIAL: P  CH  C
PLEASE NOTE: METRIC DUAL SEAT FITTINGS WILL
SEAL WITH EITHER CONCAVE OR CONVEX METRIC
FITTINGS  

FITTING TYPE: SWAGE / CRIMP
APPLICATION: BRAKE / CLUTCH
TO SUIT HOSE: 600 / 700 SERIES 
MATERIAL: P  CH  C  B

BSF

S758
Straight Female
Convex Metric
Seat Circlip
Groove

Part Number Material Metric Thread

S758-03-31 P 10 x 1.00mm
S758-03-31S P 10 x 1.00mm
(17mm Hex)
S758-03-31F C, P 10 x 1.00mm

S759
Straight Female
Convex Seat 
Part Number Material Metric Thread

S759-03-31 P, C 10 x 1.00mm
S759-03-31S P, C 10 x 1.00mm
(17mm Hex/long nose) Renault
S759-03-M121 P 12 x 1.00mm
S759-03-32 P, C 10 x 1.00mm

S321
Straight Female
Convex Seat 

S321SM
Straight Female to
Suit Smith
Pressure Gauge 

S760
Straight Female
Locator Convex
Seat

S770
Straight Male
Convex Seat

S771
Straight Male
Convex Seat
Metric
W/Locating Flat

S772
Straight Male
Concave Seat
Metric

S745
Fixed Female
Bulkhead BSF
Convex

S323
Straight Male
Concave Seat

S331
45O Swept Tube
Female BSP

S332
90O Swept Tube
Female BSP

S816
Straight Male
NPT

Part Number Material BSP Thread

S323-03 P ¹⁄₈ BSP
S331-03 P ¹⁄₈ BSP

Part Number Material Metric Thread

S760-03-31 P, C 10 x 1.00mm

Toyota

S755
Straight Female
Convex Metric
Seat Circlip
Groove
Part Number Material Metric Thread

S755-03-31 P, C 10 x 1.00mm

Toyota

Part Number Material BSP Thread

S321-03 P ¹⁄₈ BSP

Part Number Material BSP Thread

S321-03SM P ¹⁄₈ BSP

Part Number Material JIC/UNF Thread

S770-03 P 10 x 1.00mm

Ford

Part Number Material Metric Thread

S771-03 P 10 x 1.00mm

Ford

Part Number Material Metric Thread

S772-03 P 10 x 1.00mm

Ford

Part Number Material BSP Thread

S323-03 P ¹⁄₈ BSP

Part Number Material BSP Thread

S332-03 P ¹⁄₈ BSP

Part Number Material BSP Thread

S816-03 B ¹⁄₈ NPT

Part Number Material BSF Hose 
Thread Size

S745-03 P ³⁄₈ BSF -03

Part Number Material Metric Thread

S757-03-31 P, C 10 x 1.00mm
(17mm rounded edges Hex)

S757
Straight Female Convex 
Metric Seat Circlip 
Groove

Part Number Material Metric Thread

S762--03-31 P, C 10 x 1.00mm
S762-03-31SP P 10 x 1.00mm
SP = 17mm Hex (Mazda)

S762
Straight Circlip Female 
(Rounded Edge) 
Convex 
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MATERIAL: C, CH, D, P,  T

S5091
Banjo

S5092
Banjo Straight
Extended Neck

S5093
20O Banjo
Extended
Neck

S5093L
Banjo -
Compound
20O\20O Left

S5093R
Banjo -
Compound
20O\20O Right

S5094
45O Banjo
Extended
Neck

S5094R\L
Banjo -
Compound
45O/45O Right/Left

S5095
Banjo -
Double

S5097
Side 20O

Banjo
Extended Neck

S5098
Banjo Twin
Extended
Neck

S5070
Banjo 70O

Extended
Neck

S5099
Banjo 90O

Extended
Neck

S5099S
Banjo 90O

Extended
Neck

S5132
Tee with
Locating Lug

S5135
3 Way Tee

S5136
3 Way Tee with
Locating Lug

S5137
3 Way Tee with
Locating Lug

S5138
3 Way Tee with
Locating Lug

Part Number Material OTR SPUR 

S5132-02-03 C -02 ³⁄₈ x 24
S5132-03-03 C -03 ³⁄₈ x 24

Part Number Material Hose Hose 
Size

S5095-03-02 D -03 ⁵⁄₁₆, 8mm
S5095-03 P,  D -03 ³⁄₈, 10mm

Part Number Material OTR SPUR 

S5135-02-03 T -2 -3
S5135-02 T -2 -2
S5135-03 P, C -3 -3

Part Number Material Hole Size

S5099-03S C, CH, D, P ³⁄₈, 10mmPart Number Material Hose Hose 
Size

S5094-03 C, CH, D, P -03 ³⁄₈, 10mm
S5094-02-03 T -02 ³⁄₈, 10mm
S5094LTR-03 C -03 ³⁄₈, 10mm

Part Number Material Hose Hose 
Size

S5091-02-03 C, T -02 ³⁄₈, 10mm
S5091-02 C -02 ⁵⁄₁₆, 8mm
S5091-03-04 P -03 ⁷⁄₁₆, 11.2mm
S5091-03 C, CH, D, P, T -03 ³⁄₈, 10mm
S5091-04-03 C, D -04 ³⁄₈, 10mm
S5091-04 C, D -04 ⁷⁄₁₆, 11.2mm
S5091-04-M12 P, D -04 12 x 1.00mm
S5091-04-M14 C -04 14 x 1.00mm

Part Number Material Hose Hose 
Size

S5094R-03 C -03 ³⁄₈, 10mm
S5094L-03 C -03 ³⁄₈, 10mm

Part Number Material Hose Hose 
Size

S5092-02-03 C -02 ³⁄₈, 10mm
S5092-03-02 D -03 ⁵⁄₁₆, 8mm
S5092-03-04 P, C, CH -03 ⁷⁄₁₆, 11.2mm
S5092-03 C, CH, D, P -03 ³⁄₈, 10mm
S5092-04-03 C -04 ³⁄₈, 10mm
5092-03-M12 C, CH -03 12mm

Part Number Material OTR SPUR 

S5136-02-03 C -2 -3
S5136-02 C -2 -2
S5136-03 P, C -3 -3

Stepped Lug : Lug 6.00mm thick
Part Number Material Hose Hose 

Size

S5093-02-03 C -02 ³⁄₈, 10mm
S5093-03-04 P, C, CH -03 ⁷⁄₁₆, 11.2mm
S5093-03 C, CH, D, P -03 ³⁄₈, 10mm
5093-03-M12 C, CH -03 12mm

Part Number Material OTR SPUR 

S5137-03 C -3 -3

Lug 12.00mm Thick

Part Number Material OTR SPUR 

S5138-03 C -3 -3

Part Number Material Hose Hose 
Size

S5097-03 C, CH, D, P -03 ³⁄₈, 10mm

Part Number Material Hose Hose 
Size

S5098-03 P -03 ³⁄₈, 10mm

Part Number Material Hole Size

S5070-03 P, CH, C ³⁄₈, 10mm

Part Number Material Hole Size

S5099-03 C, P ³⁄₈, 10mm

Part Number Material Hose Hose 
Size

S5093L-03 C, P -03 ³⁄₈, 10mm

Part Number Material Hose Hose 
Size

S5093R-03 C, P -03 ³⁄₈, 10mm

Crimp Banjos & Tee’s for: 600 / 700K Hose

FITTING TYPE: SWAGE / CRIMP 
APPLICATION: BRAKE / CLUTCH / HYDRAULIC 
TO SUIT HOSE: 600 / 700

Automotive Hose and Fittings
HOSE AND FITTINGS
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Special Line Locators

6.
1

BTL-300/310
Line Locator

BTL-303/313
Line Locator

BTL-304/314
Line Locator

BTL-307/317
Line Locator

BTL-308/318
Line Locator

BLT-301/311
Line Locator

BLT-302/312
Line Locator

FITTING TYPE: LOCATING TAB
APPLICATION: CAR BRAKELINE KITS
TO SUIT HOSE: 600 SERIES
MATERIAL: P C NY (NYLON)

We recognise the critical nature of hydraulic
brake lines, especially for street driven
passenger vehicles.  It can be vital that during
installation, the routing of the flexible stainless
braided PTFE lines follows the path of the
original equipment lines. In many instances, in-
line locating tabs and mounting brackets are
utilised to ensure proper fitment and eliminate
the threat of damage. We have recreated these
locators to fit our 600-Series Hose and use
them on our complete Bolt On Brake Line Kits.
They have been designed to fit specific
applications.

BTL-305/315
Line Locator

Part Number Material Application To Suit 

BTL-305 P Mazda 600-03
BTL-305 C Mazda 600-03
BTL-315 P Mazda 600-03 

Covered
BTL-315 C Mazda 600-03 

Covered
19mm Hex with silicone insert

Part Number Material Application To Suit 

BTL-300 P Mazda Mitsubishi 600-03
BTL-300 C Mazda Mitsubishi 600-03
BTL-310 P Mazda Mitsubishi 600-03 

Covered
BTL-310 C Mazda Mitsubishi 600-03 

Covered
17mm Hex with one rounded corner

BTL-306/316
Line Locator

Part Number Material Application To Suit 

BTL-306 P Subaru 600-03
BTL-306 C Subaru 600-03
BTL-316 P Subaru 600-03 

Covered
BTL-316 C Subaru 600-03 

Covered
19mm Hex with silicone insert

Part Number Material Application To Suit 

BLT-301NY NY Honda, Acura, 600-03 
Rover, MG

BLT-311NY NY Honda, Acura, 600-03 
Rover, MG Covered

Single locating tab

Part Number Material Application To Suit 

BLT-302NY NY Honda, Acura, 600-03 
Rover, MG

BLT-312NY NY Honda, Acura, 600-03 
Rover, MG Covered

Double locating tab

Part Number Material Application To Suit 

BTL-307 P Toyota 600-03
BTL-307 C Toyota 600-03
BTL-317 P Toyota 600-03 

Covered
BTL-317 C Toyota 600-03 

Covered
17mm Hex with opposite rounded corners

Part Number Material Application To Suit 

BTL-303 P Toyota 600-03
BTL-303 C Toyota 600-03
BTL-313 P Toyota 600-03 

Covered
BTL-313 C Toyota 600-03 

Covered
Single Locating Tab

Part Number Material Application To Suit 

BTL-308 P Subaru 600-03
BTL-308 C Subaru 600-03
BTL-318 P Subaru 600-03 

Covered
BTL-318 C Subaru 600-03 

Covered
17mm Hex with 10mm clip groove

Part Number Material Application To Suit 

BTL-304 P Nissan, GM 600-03
BTL-304 C Nissan, GM 600-03
BTL-314 P Nissan, GM 600-03 

Covered
BTL-314 C Nissan, GM 600-03 

Covered
19mm Hex with silicone insert
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Banjo Bolts

FITTING TYPE: BOLT
APPLICATION: BRAKE / CLUTCH 
TO SUIT HOSE: 600 SERIES 
*MATERIAL: P CH C D

Manufactured to exacting specifications to
ensure an accurate fit to our Banjo Hose Ends
every time, the range of Banjo Bolts covers all
possible applications.  They are available in a
wide range of materials, colours, lengths and
threads.

Long bolts are for use with 
5091, 5095, 5096. 
Under hex length: 
Short: 18.5mm (S) Single: 20mm 
Single Long: 25mm (L) 
Double: 30mm Double Long: 40mm

775
Single Banjo 
Bolt UNF

992
Single Banjo 
Bolt Metric

1012
Single Banjo 
Bolt BSP

993
Double Banjo 
Bolt Metric

773
Double Banjo 
Bolt JIC/UNF

1013
Double Banjo 
Bolt BSP

BL775
Single Brakelight 
Banjo Bolt JIC/UNF

BL992
Single Brakelight 
Banjo Bolt Metric

BL993
Double Brakelight Banjo Bolt
Metric

Part Number Material Thread

BL993-31 C 10 x 1.00mm
BL993-32 C 10 x 1.25mm
BL993-31S C 10 x 1.00mm

(28mm U/Hex)

Part Number Material Thread

BL992-31 C 10 x 1.00mm
BL992-32 C 10 x 1.25mm
BL992-31S C 10 x 1.00mm

(18.5mm U/Hex)

Part Number Material Metric Thread

*993-03-31 C, CH, D, P 10 x 1.00mm
993-03-31L P, C 10 x 1.00mm
993-03-31S P, D 10 x 1.00mm 

28mm U/Hex
*993-03-32 C, CH, D, P 10 x 1.25mm
993-04-32 C 10 x 1.25mm

Part Number Material BSP Thread

1012-03 P, C ¹⁄₈ BSP
1012-04 P ¹⁄₄ BSP

Part Number Material Thread

BL775-03 C ³⁄₈ x 24
BL775-44 C ⁷⁄₁₆ x 24

Part Number Material JIC/UNF Thread

773-03 C, CH, D, P ³⁄₈ x 24
773-03L P, CH ³⁄₈ x 24
773-04 P ⁷⁄₁₆ x 20
773-44 P, CH ⁷⁄₁₆ x 24
773-44L P, CH ⁷⁄₁₆ x 24

Part Number Material JIC/UNF Thread

775-02 P, C, CH ⁵⁄₁₆ x 24
775-03-02 CH ⁵⁄₁₆ x 24
775-03 C, CH, D, P ³⁄₈ x 24
775-03L C, CH, D, P ³⁄₈ x 24
775-04 C, CH, D, P ⁷⁄₁₆ x 20
775-04L C, CH, D, P ⁷⁄₁₆ x 20
775-44 P, C, CH ⁷⁄₁₆ x 24

Part Number Material Metric Thread

*992-03-31 C, CH, D, P 10 x 1.00mm
992-03-31L P, C 10 x 1.00mm
992-03-31S P, C, D 10 x 1.00mm 

18.5mm U/Hex
*992-03-32 C, CH, D, P 10 x 1.25mm
992-03-32L P, CH 10 x 1.25mm
992-04-M12 C, CH 12 x 1.50mm

Part Number Material BSP Thread

1013-03 P, C, CH ¹⁄₈ BSP

Automotive Hose and Fittings
HOSE AND FITTINGS
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Bleed Nipple Banjo Bolts & Nipples

6.
1

FITTING TYPE: BOLT
APPLICATION: BRAKE / CLUTCH 
TO SUIT HOSE: 600 SERIES 
MATERIAL: P CH C D

ANODISED ALUMINIUM COLOUR: D•(D = RED
ONLY FOR -3 BLEED NIPPLE BANJO BOLTS) 
EXAMPLE PART NUMBER 
773-03BND = 773BN IN RED
ANODISED ALUMINIUM.

The Bleed Nipple Banjo Bolts have been
developed in response to concerns about the
length of time required to bleed hydraulic
systems. The design allows the installer to
bleed the system at the source of the problem,
at the master cylinder where the air is located.
Use of our proprietary design allows the
installer to burp the hydraulic system, ensuring
safe and efficient bleeding.

FITTING TYPE: BLEED NIPPLE
APPLICATION: BRAKE SYSTEM 
TO SUIT HOSE: 600 SERIES 
MATERIAL: P C

Pirtek provide a wide range of bleed nipples in
many thread configurations to suit every
common application.

775BN
Single Banjo 
Bolt with Bleed 
Nipple UNF

992BN
Single Banjo 
Bolt with Bleed 
Nipple Metric

Part Number Material Metric Thread

992-31BN C, CH, D, P 10 x 1.00mm
992-32BN C, CH, D, P 10 x 1.25mm

773BN
Single Banjo 
Bolt with Bleed 
Nipple UNF

993BN
Bleed Nipple 
Double Banjo 
Bolt Metric

Part Number Material Metric Thread

993-31BN C, CH, D, P 10 x 1.00mm
993-32BN C, CH, D, P 10 x 1.25mm

BN506
Bleed Nipple 
UNF

BN704
Bleed Nipple 
Metric JIC/UNF

BN-CAP
Bleed Nipple 
Cap

BNSB
Speed Bleeder

BN507
Bleed Nipple 
Metric

BN508
Bleed Nipple 
Metric

BN510
Bleed Nipple 
Metric

Part Number Material JIC/UNF Thread

773-03BN C, CH, D, P ³⁄₈ x 24
Part Number Material JIC/UNF Thread

775-03BN C, CH, D, P ³⁄₈ x 24

Part Number Material JIC/UNF Thread

BN506 P ³⁄₈ x 24
Part Number Material JIC/UNF Thread

BN704 P, C ¹⁄₄ x 28

Part Number Material Metric Thread

BN507 P, C 7 x 1.00mm

Part Number Material Metric Thread

BN508 P, C 8 x 1.25mm

Part Number Material Metric Thread

BN510 P 10 x 1.00mm
Part Number

BN-CAP

Part Number Material Thread

BN506PSB P ³⁄₈ x 24
BN507PSB P 7 x 1.00mm
BN508PSB P 8 x 1.25mm
BN510PSB P 10 x 1.00mm
BN512PSB P 10 x 1.25mm
BN561PSB P 6 x 1.00mm
BN704PSB P ¹⁄₄ x 28

Part Number Material Thread

BN506PSB P ³⁄₈ x 24
BN507PSB P 7 x 1.00mm
BN508PSB P 8 x 1.25mm
BN510PSB P 10 x 1.00mm
BN512PSB P 10 x 1.25mm
BN561PSB P 6 x 1.00mm
BN704PSB P ¹⁄₄ x 28

Bleed Nipples
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6.
1

Special Application Block Adaptors

MCHD-002
-03 Brakelight 
Switch Body 
No bracket

Part Number Material Thread

MCHD-002 C ¹⁄₈ NPT FEM
SMCHD-002 C ¹⁄₈ NPT FEM

MCHD-010C
-03 Male Brake 
Light Switch 
Body

SP-203
Motocycle Tee 
Female 
Convex Seat

S760
Straight Female 
Locator Convex 
Seat

A

FITTING TYPE: BLOCK ADAPTOR
APPLICATION: BRAKE SYSTEMS 
TO SUIT HOSE: 600 SERIES
MATERIAL: B C P

Pirtek have, a range of special adaptors to
ensure your brakeline kit fits correctly, easily and
safely. Block adaptors can be bought separately
to assist you when routing your brake hose
system.

G105A
Tee Adaptor with 
-03 leg with 
⁷⁄₁₆ Locator Hole

FITTING TYPE: HARLEY SPECIAL ADAPTORS
APPLICATION: BRAKE  
TO SUIT HOSE: 600 SERIES 
MATERIAL: C CH  

This range of brake components extends to
cover all Harley Davidson Brakelines including
stock or modified bikes. They are included in our
complete Bolt On Brake Line Kits, but are also
available separately. Each is finished in either
chrome plated steel or polished stainless steel,
giving the desired look for even the most
particular owner.

MCHD-011
-03 Male Brake 
Light Switch Body 
No Bracket

MCHD-007
-03 Brake Switch 
Body 

G106A
Angled Banjo Adaptor 
Square Head

Part Number Material Hole Size

G106A B ³⁄₈

G1067A B ⁷⁄₁₆

Application Ford

SP-202
Motocycle Elbow Female 
Convex Seat

G115
Rear Tee Block GM

Part Number Material Thread

G115 B M10 x 1.00 Female
³⁄₈ x 24 Male

Application Chevrolet

G107
Tee Block Brass

B

A

A

Part Number Material JIC/UNF Thread

MCHD-011 C ¹⁄₈ NPT FEM / -3 Male
MCHD-014 CH ¹⁄₈ NPT FEM / -3 Male

MCHD-015
-03 Male Brake 
Light Switch Body

MCHD-016
-03 Male Brake 
Light Switch Body

Part Number Material Thread

G105A B ³⁄₈ x 24 INV
G105AE B ³⁄₈ x 24 INV
G105A-44 B ⁷⁄₁₆ x 24 INV
G105-31A B M10 x 1.00 INV
Application Mustang/Cherokee

Part Number Material Thread A

SP-202 C 10 x 1.00mm
Honda /BMW/ CBS Braking Systems

Part Number Material Thread A

SP-203 C 10 x 1.00mm

Part Number Material Metric Thread

S760-03-31 P, C 10 x 1.00mm
Toyota

Part Number Material Thread

MCHD-015 CH ¹⁄₈ NPT FEM / -03 Male

Part Number Material JIC/UNF Thread

MCHD-016 CH ¹⁄₈ NPT FEM / -03 Male

Part Number Material JIC/UNF Thread

MCHD-007 C ¹⁄₈ NPT FEM / -3 Male

Part Number Material Thread

MCHD-010C C ¹⁄₈ NPT FEM
MCHD-010 CH ¹⁄₈ NPT FEM

Harley - Special Application Parts  - continued overleaf

Part Number Material Thread A Thread B 

G107 B 1/8 NPTM ³⁄₈ x 24INV

Automotive Hose and Fittings
HOSE AND FITTINGS
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Harley - Special Application Parts  - continued

6.
1

MCHD-003
Brakelight 
Switch Body 

MCHD-004
-03 Brakelight 
Switch Body 
w/Gearbox Bracket

MCHD-017C
-03 Male Brake 
Light Switch Body

S6150
150O Adaptor

S690
90O Adaptor

S666
S Bend 
Adaptor

Part Number Material JIC/UNF Thread

S666-03 CH -3 Tail to ³⁄₈ x 24 I.F.
666-03 CH -3 Tail to ³⁄₈ x 24 I.F.

Part Number Material JIC/UNF Thread

MCHD-003 C ¹⁄₈ NPT FEM

S691
90O Adaptor
Long

660
60O Adaptor

S646
45O Adaptor

MCHD-001
Tee Bar

MCHD-005
45O Female
Banjo Adaptor

592
Straight Banjo
Adaptor

593
30O Banjo
Adaptor

599
90O Banjo
Adaptor

MCHD-006
Front Brakelight

MCHD-024
V-Rod Master to Tee

773
Double/Single
Banjo Bolt

Part Number Material Thread A

773-03 C CH, P ³⁄₈ x 24
775-03 C, CH, P ³⁄₈ x 24
775-44 C, CH, P ⁷⁄₁₆ x 24

BL775
Brake
Light BoltPart Number Material Thread

MCHD-004 C ¹⁄₈ NPT FEM

Part Number Material Thread

MCHD-017C C ¹⁄₈ NPT FEM

Part Number Material JIC/UNF Thread

BL775-44 C ⁷⁄₁₆ x 24

Part Number Material JIC/UNF Thread

MCHD-001 CH ³⁄₈ x 24 FEM

Part Number Material Thread A To Suit Bolt 

MCHD-005 CH ³⁄₈ x 24 ³⁄₈, 10mm

Part Number Material JIC/UNFThread

MCHD-006 CH ³⁄₈ x 24 I.F.

Part Number Material JIC/UNF Thread

MCHD-024 CH ³⁄₈ x 24 Female Ports

Part Number Material JIC/UNF Thread

S691-03 CH -3 Tail to ³⁄₈ x 24 I.F.
691-03 CH -3 Tail to ³⁄₈ x 24 I.F.

Part Number Material JIC/UNF Thread

S660-03 CH -3 Tail to ³⁄₈ x 24 I.F.
660-03 CH -3 Tail to ³⁄₈ x 24 I.F.

Part Number Material JIC/UNF Thread

S646-03 CH -3 Tail to ³⁄₈ x 24 I.F.
646-03 CH -3 Tail to ³⁄₈ x 24 I.F.

Part Number Material Thread To Suit Bolt 

592-03 CH ³⁄₈ x 24 ³⁄₈, 10mm
592-03-04 CH ³⁄₈ x 24 ⁷⁄₁₆, 11.2mm
592-03-M12 CH ³⁄₈ x 24 12mm

Part Number Material Thread To Suit Bolt 

593-03 CH ³⁄₈ x 24 ³⁄₈, 10mm
593-03-04 CH ³⁄₈ x 24 ⁷⁄₁₆, 11.2mm
593-03-M12 CH ³⁄₈ x 24 12mm

Part Number Material Thread To Suit Bolt 

599-03 CH ³⁄₈ x 24 ³⁄₈, 10mm
599-03-04 CH ³⁄₈ x 24 ⁷⁄₁₆

Part Number Material JIC/UNF Thread

S6150-03 CH -3 Tail to ³⁄₈ x 24 I.F.
6150-03 CH -3 Tail to ³⁄₈ x 24 I.F.

Part Number Material JIC/UNF Thread

S690-03 CH -3 Tail to ³⁄₈ x 24 I.F.
690-03 CH -3 Tail to ³⁄₈ x 24 I.F.
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Harley Davidson Re-Usable / Crimped Oil Line Fittings 

HD9203CH
90O Forged Male
Crimp 

HD0100CH
Reusable Harley 
Oil Tank Fitting 

HD0103CH
Reusable 
Straight Male 

Part Number Material Thread

HD0103CH CH ¹⁄₈NPT
HD0104CH CH ¹⁄₄ NPT

HD4503CH
45O Reusable 
Forged Female 

Part Number Material Thread

HD0103CH CH ¹⁄₈NPT
HD0104CH CH ¹⁄₄ NPT

HD9003CH
90O Forged Male 
Reusable 

HD0200CH
Crimp Straight 
Oil Tank Fitting 

HD0203CH
Crimp 
Straight 

Part Number Material Thread

HD0203CH CH ¹⁄₈NPT
HD0204CH CH ¹⁄₄NPT

HD4203CH
45O Forged 
Male Crimp

FITTING TYPE: REUSABLE / SWAGED
APPLICATION: HARLEY OIL LINES
TO SUIT HOSE: 600-06 
MATERIAL: CH

A full and constantly developing range of special adaptors
to ensure your oil lines fit correctly easily and safely.

These unique oil line fittings have been designed
specifically to suit Harley Davidson, and attach easily to
the existing connection.

Simple to use, for the professional finish.

Part Number HDFL-005
Application: Fuel Injection
Material / Construction: Constructed from chrome
plated steel fittings swaged onto a stainless steel
braided hose with a PTFE smoothbore liner

These unique, patent pending fittings utilise an
ingenious new style of swivelling banjo bolt,
secured by double O-rings and a flush mount
clip. The banjo hose ends are machined, bent
and finished utilising the proprietary
manufacturing techniques.

These fittings are securely attached to our
stainless braided PTFE smoothbore hose, which
accepts all fuels. 

CONSTRUCTED FROM CHROME PLATED STEEL
FITTINGS SWAGED ONTO STAINLESS STEEL
BRAIDED HOSE WITH PTFE SMOOTHBORE LINER

Part Number Material Thread

HD9003CH CH ¹⁄₈NPT
Part Number Material Thread

HD4203CH CH ¹⁄₈NPT

Part Number Material Thread

HD9203CH CH ¹⁄₈NPT
Part Number Material To Suit Hose

HD0200CH CH 600-06

Part Number Material To Suit Hose

HD0100CH CH 600-06

Automotive Hose and Fittings
HOSE AND FITTINGS
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www.pirtek.com668

Take off’s

6.
1

MCC-001
Cooler Take-off for GSXR
750/1100 J,K,L,M

Part Number Material Thread

MCC-001 D ³⁄₄ X 16
Two part item

MCC-001A
Cooler Take-off for 1200 Bandit

Part Number Material Thread
MCC-001A D ³⁄₄ X 16

MCC-010
Honda Blackbird / X11 Oil Cooler
Take-off

Part Number Material Thread

MCC-010 D ⁹⁄₁₆ X 18

MCC-011
Honda Blackbird / X11 Engine
Take-off

Part Number Material Thread

MCC-011 D ⁹⁄₁₆ X 18

MCC-002
Cam Cooler Take-off for GSXR
750/1100

Part Number Material Thread

MCC-002 D ⁹⁄₁₆ x 18
Three part item

MCC-004
Zephyr 1100 Oil Cooler 
Take-off

Part Number Material Thread

MCC-004 D ³⁄₄ X 16

MCC-005
Zephyr 1100 Oil Cooler 
Take-off

Part Number Material Thread

MCC-005 D ³⁄₄ X 16

MCC-003
XJR 1300 Cooler Take-off 

MCC-006
XJR 1300 Cooler Take-off 

Part Number Material Thread

MCC-006 D ⁷⁄₈ x 14

MCC-009
Suzuki GSX 1400 Engine Oil Take
off

Part Number Material Thread

MCC-009 D ³⁄₄ x 16

MCC-008
Zephyr 550/750 Oil Cooler 
Take-off

Part Number Material Thread

MCC-008 D ⁹⁄₁₆ x 18

MCB-002
Male Crank Case Breather Plug

Part Number Material Thread

MCB-002 D ³⁄₄ x 16

OR6290-06 O Rings X 2 Required

MCB
MCB 002 Required on the
Following Except MCB 007 and
MCB 008

Part Number Description

MCB-003 M20 GSX 1000 Late,GSXR 750/1100
MCB-004 M30 GS 1000, GPZ, Zephyr,Z900/1000
MCB-005 Yamaha Coarse Thread
MCB-006 Yamaha Fine Thread
MCB-007 CBR 600 Early, CBR 1000
MCB-008 CBR 600 Late, CBR 900 ZXR

Part Number Material Thread

MCC-003 D ⁷⁄₈ x 14
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600 Series Hose 

APPLICATION: FUEL, OIL, WATER, POWER STEERING,
DAMPERS
MATERIAL / CONSTRUCTION: OUTER COVER
CORROSION AND FIRE RESISTANT STAINLESS STEEL
BRAID AND A PTFE INNER TUBE COMPATIBLE WITH ALL
FLUIDS 
OPTIONAL COVERING: CARBON LOOK OR CLEAR
COATED
PLEASE NOTE: OTHER HOSE SIZES ARE AVAILABLE
WITH COATINGS BY SPECIAL REQUEST.

APPLICATION: BRAKE, CLUTCH
MATERIAL / CONSTRUCTION: OUTER COVER
CORROSION AND FIRE RESISTANT STAINLESS STEEL
BRAID WITH ARAMID FIBRE BRAID / PTFE INNER TUBE
COMPATIBLE WITH ALL BRAKE AND CLUTCH FLUIDS 

Answering the call of the world motorsports top
engineers, this new high pressure hose has
been developed so that it is significantly lighter
in weight and offering superior flexibility without
any compromise to operating pressure ranges. 

Bore Size PTFE Wall Braid O/D Cover Wall Working Pres Burst Pres Weight Temperature
Part Number mm inch mm inch mm inch mm inch BAR PSI BAR PSI kg/m Min Max

600-04HP 5.1 0.200 0.76 0.030 8.9 0.350 375 5510 1500 22020 0.119 45 1.77 -70ºC 260ºC
600-06HP 8.2 0.335 0.76 0.030 12.3 0.484 325 4780 1300 19080 0.164 70 2.75 -70ºC 260ºC
600-08HP 10.6 0.417 0.76 0.030 14.8 0.583 250 3675 1000 14680 0.193 90 3.54 -70ºC 260ºC
600-10HP 13.5 0.531 0.76 0.030 18.2 0.716 175 2570 700 10270 0.298 120 4.72 -70ºC 260ºC

Our 600HP Series combines a smooth bore
PTFE inner core with an  inner braid of tightly
woven Aramid Fibre and an outer braid of high
tensile, 304 grade stainless steel. This makes for
the worlds lightest and most flexible high
pressure hose, suitable for applications such as
Gear Box Control Systems and Power Steering.

600 High Pressure Series (HP)

Bore Size PTFE Wall Braid O/D Cover Wall Working Pres Burst Pres Weight Temperature
Part Number mm inch mm inch mm inch mm inch BAR PSI BAR PSI kg/m Min Max

600-04 5.0 0.197 0.76 0.030 7.65 0.301 - - 280 4110 840 12350 0.075 -70ºC 260ºC
600-05 6.3 0.248 0.76 0.030 8.9 0.350 - - 270 3970 810 11900 0.105 -70ºC 260ºC
600-05CB 6.3 0.248 0.76 0.030 8.9 0.350 0.50 0.019 270 3970 810 11900 0.123 -20ºC 85ºC
600-05CL 6.3 0.248 0.76 0.030 8.9 0.350 0.50 0.019 270 3970 810 11900 0.123 -20ºC 85ºC
600-06 8.2 0.323 0.76 0.030 11.15 0.439 - - 230 3380 690 10140 0.135 -70ºC 260ºC
600-08 10.6 0.417 0.76 0.030 12.75 0.502 - - 190 2790 570 8380 0.149 -70ºC 260ºC
600-10 13.6 0.535 0.76 0.030 16.35 0.641 - - 150 2200 450 6610 0.210 -70ºC 260ºC

Automotive Hose and Fittings
HOSE AND FITTINGS
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Re-usable Fittings for 600 Hose

6.
1

5091
Straight Banjo 

Part Number Material

5091-06 D
5091-08 D

6001
Straight Female 

Part Number Material Thread

6001-06 P, D ⁹⁄₁₆ x 18
6001-06-M16 D 16 x 1.50mm
6001-08 P, D ³⁄₄ x 16

1205
Olive 

Part Number Material

1205-06 P, B
1205-08 P, B

1206
Socket

Part Number Material

1206-06 C, D
1206-08 C, D

6045
45O Forged 
Female

6046
45O Swept Tube 
Female

Part Number Material Thread

6046-06 P, D ⁹⁄₁₆ x 18
6046-08 P, D ³⁄₄ x 16

6090
90O Forged 
Female

6091
90O Swept Tube 
Female

6120
120O Swept Tube 
Female

6150
150O Swept Tube 
Female

Part Number Material JIC/UNF Thread

6150-06 D ⁹⁄₁₆ x 18
6150-08 D ³⁄₄ x 16

6180
180O Swept Tube 
Female

Part Number Material JIC/UNF Thread

6180-06 D ⁹⁄₁₆ x 18
6180-08 D ³⁄₄ x 16

Fitting Type: Reusable
Application: Fuel, Oil, Water, Power Steering,
Dampers
To Suit Hose: 600 series
Material: P, D
Colour: BU•RD•
Smoothbore PTFE hose assemblies can
provide the most economic, efficient and
lightweight solution to Fuel and Oil transfer
systems.  We have developed an easy to
assemble range of fittings for these
applications.  PTFE gives a vapour free
environment where fuel lines run through the
interior of the vehicle.

Part Number Material Thread

6045-06 D ⁹⁄₁₆ x 18
6045-06-M12 D 12 x 1.50mm
6045-06-M14 D 14 x 1.50mm
6045-06-M16 D 16 x 1.50mm
6045-08 D ³⁄₄ x 16

Part Number Material JIC/UNF Thread

6091-06 P, D ⁹⁄₁₆ x 18
6091-08 D ³⁄₄ x 16

Part Number Material Thread

6090-06 D ⁹⁄₁₆ x 18
6090-06-M12 D 12 x 1.50mm
6090-06-M16 D 16 x 1.50mm
6090-08 D ³⁄₄ x 16

Part Number Material JIC/UNF Thread

6120-06 D ⁹⁄₁₆ x 18
6120-08 D ³⁄₄ x 16

To Suit Hose: 600 series
MATERIAL: B, C, D, P 

Replacement Sockets and Olives for 600 Hose 
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Crimp Fittings for: 600 and 600 High Pressure Hose

S441
Straight Male 
Convex Seat 
High Pressure 

Part Number Material JIC/UNF Thread

S441-06 C ⁹⁄₁₆ x 18
S441-08 C ³⁄₄ x 16

S6001
Straight Female 
Medium/High 
Pressure Concave 

Part Number Material JIC/UNF Thread

S6001-04 C, P, D ⁷⁄₁₆ x 20
S6001-06 C, P, D ⁹⁄₁₆ x 18
S6001-08 C, P, D ³⁄₄ x 16
S6001-10 D ⁷⁄₈ x 14

S6046
45O Swept Tube 
Female Medium/High 
Pressure Concave 

Part Number Material JIC/UNF Thread

S6046-04 C, P, D ⁷⁄₁₆ x 20
S6046-06 C, D ⁹⁄₁₆ x 18
S6046-08 C, D ³⁄₄ x 16
S6046-10 D ⁷⁄₈ x 14

S5091
Straight Banjo 
Medium/High 
Pressure 

Part Number Material

S5091-04 C,D,P
S5091-06-M12 D,P
S5091-08 D

S6091
90O Swept Tube 
Female Medium/High 
Pressure

RC600
Collars to Suit 600 
Series Hose Medium 
Pressure
Part Number Material To Suit

RC600-04CMP C 600-04
RC600-05CMP C 600-05
RC600-06CMP C 600-06
RC600-08CMP C 600-08
RC600-10CMP C 600-10

RC600
To Suit 600 
HP Series

Part Number Material To Suit

RC600-04CHP C 600-04HP
RC600-06CHP C 600-06HP
RC600-08CHP C 600-08HP
RC600-10CHP C 600-10HP

S5092
Banjo with 
Integral Swivel

Part Number Material Metric Thread

S5092-05-M10CSW C 10 x 1.00mm
S5092-05-M10PSW p 10 x 1.00mm

S6120
120O Swept Tube 
Female Medium/High 
Pressure

S6150
150O Swept Tube 
Female Medium/High 
Pressure

S6180
180O Swept Tube 
Female Medium/High 
Pressure
Part Number Material Thread

S6180-04 C ⁷⁄₁₆ x 20
S6180-06 C ⁹⁄₁₆ x 18
S6180-08 C ³⁄₄ x 16
S6180-10 C ⁷⁄₈ x 14

FITTING TYPE: SWAGE / CRIMP
APPLICATION: HYDRAULICS, POWER STEERING, FUEL,
OIL,  WATER, METHANOL
TO SUIT HOSE: 600, 600HP
MATERIAL: C, D, P, *T

PLEASE NOTE: 
For 600 series medium pressure use medium pressure
collar (CMP)
For 600 series high pressure use high pressure collar
(CHP)
Aluminium fittings are not recommended for use with
HP hose
*316 Stainless steel & titanium fittings available by
special order - please contact your local Pirtek centre.

This newly engineered range of Crimp Tail Hose
Ends, utilises the world’s strongest and lightest
materials, and is designed to withstand
operating conditions and working environments
found in both medium and high pressure
applications. The fittings are designed to work
with both 600 medium pressure and 600 high
pressure hose. These fittings combine precise
engineering tolerances, excellent strength,
durability and the lightest possible method of
attachment. Available in all popular
configurations, these fittings are found in world
motorsport, military, production automobiles and
industrial machinery.

Part Number Material JIC/UNF Thread

S6150-04 C ⁷⁄₁₆ x 20
S6150-06 C ⁹⁄₁₆ x 18
S6150-08 C ³⁄₄ x 16
S6150-10 C ⁷⁄₈ x 14

Part Number Material JIC/UNF Thread

S6120-04 C ⁷⁄₁₆ x 20
S6120-06 C ⁹⁄₁₆ x 18
S6120-08 C ³⁄₄ x 16
S6120-10 C ⁷⁄₈ x 14

Part Number Material JIC/UNF Thread

S6091-04 C, D, P ⁷⁄₁₆ x 20
S6091-06 C, D, P ⁹⁄₁₆ x 18
S6091-08 C, d ³⁄₄ x 16
S6091-10 C ⁷⁄₈ x 14

Automotive Hose and Fittings
HOSE AND FITTINGS
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Automotive Hose and Fittings

 Banjo Bolt for 2776-06-M122D 676
Dellorto Carburettor 

Banjo to 2776-1106 676
Hose End 

Banjo to Hose 2776-2106 676
Connection Male Fitting
on the Run

Straight Female 1136-01 676
Swivel 

30° Female Swept 1136-30 676
Tube Swivel 

45° Female Swept 1136-45 676
Tube Swivel 

Banjo to 2776-3106 676
Hose End 

60° Female Swept 1136-60 676
Tube Swivel 

90° Female Swept 1136-90 676
Tube Swivel 

120° Female Swept 1136-120 676
Tube Swivel

150° Female Swept 1136-150 677
Tube Swivel

Straight 136-01 677
Female

45° Female 136-45 677
Swept Tube

180° Female Swept 1136-180 677
Tube Swivel

90° Female  136-90 677
Swept Tube

 120° Female 136-120 677
Swept Tube

150° Female 136-150 677
Swept Tube

180° Female 136-180 677
Swept Tube

202 Hose 202 678

 Red Hose 936-DR 678
Finisher

Blue Hose 936-D 678
Finisher

Silver Hose 936-D 678
Finisher

Purple Hose 936-D 678
Finisher

Gold Hose 936-D 678
Finisher

Black Hose 936-D 678
Finisher 

For Technical Data please see
Section 9

200 Series 200 674
Hose

Straight Female 236-01 674
Spherical Seat

45° Female Forged 336-45 674
Body Spherical Seat

90° Female Forged 336-90 674
Body Spherical Seat

Straight 236-01 675
Female

30° Female 236-31 675
Swept Tube

45° Female 236-45 675
Swept Tube

60° Female 236-60 675
Swept Tube

90° Female 236-90 675
Swept Tube

120° Female 236-120 675
Swept Tube

90° Female 336-90 675
Forged Elbow

150° Female 236-150 675
Swept Tube

180° Female 236-180 675
Swept Tube 

45° Female 336-45 675
Forged Elbow 

Banjo Bolt for 2776-06-M12D 676
Webber Carburettor 

HOSE AND FITTINGS
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200 Series Hose

336 / 236 Metric Alloy Hose Fittings for: 200 Series Hose
6.
1

The 200 Series hose is the premier stainless
steel braided nitrile hose. Designed to exacting
specifications this hose has been supplied to
motorsport racing champions for many years.
200 Hose is designed for use with a wide range
of re-usable aluminium hose ends and provides
essential protection and resistance to high
pressure, temperature, vibration, fire risks and
chafing. 

APPLICATION: FUEL, OIL, COOLANTS, METHANOL,
WATER
MATERIAL / CONSTRUCTION: INTEGRAL STAINLESS
STEEL REINFORCED SYNTHETIC RUBBER WITH HI-
TENSILE OUTER STAINLESS STEEL BRAID
PLEASE NOTE:
Not to be used for fuel inside a cockpit of a racing car.

It is constructed of a seamless synthetic CPE
inner with an integral stainless steel braid and a
high tensile stainless steel outer braid. 200
Series hose has the highest corrosion and fire
resistance threshold of any stainless braided
nitrile hose available. It can be used with all
synthetic lubricants, fuels, oils, coolants and
alcohols including methanol and nitromethane.
This hose is perfectly manufactured for efficient
and reliable use with 136, 1136, 236, 336 and
2776 Series Hose Ends. The traditional racing
hose.

236-01
Straight Female 
Spherical Seat

Part Number Thread

236-0106M12 M12 x 1.5mm
236-0106M14 M14 x 1.5mm
236-0106M16 M16 x 1.5mm
236-0108M14 M14 x 1.5mm
236-0108M16 M16 x 1.5mm
236-0108M18 M18 x 1.5mm

Fitting Type: Cutter-style reusable
Application: Fuel, Oil, Coolants, Methanol, Water 
To Suit Hose: 200
Material: D 

Bore Size Braid OD Working Pres Burst Pres Weight Mini Bend Radius Temperature
Part Number inch mm inch mm BAR PSI BAR PSI Kg/m inch mm Min Max

200-04 0.219 5.56 0.438 11.13 1000 69 6000 420 0.167 2.00 50.80 -46ºC 150ºC
200-05 0.250 6.25 0.500 12.50 1000 69 6000 420 0.184 2.25 56.25 -46ºC 150ºC
200-06 0.344 8.73 0.547 13.89 1000 69 6000 420 0.201 2.50 63.50 -46ºC 150ºC
200-07 0.380 9.38 0.625 15.63 1000 69 5000 350 0.236 2.75 76.20 -46ºC 150ºC
200-08 0.438 11.12 0.641 16.28 1000 69 5000 350 0.271 3.50 88.90 -46ºC 150ºC
200-10 0.562 14.27 0.797 20.24 1000 69 5000 350 0.348 4.00 101.60 -46ºC 150ºC
200-12 0.688 17.47 0.928 23.82 1000 69 3750 263 0.421 4.50 114.30 -46ºC 150ºC
200-16 0.875 22.22 1.156 29.36 750 52 2500 175 0.552 5.50 139.70 -46ºC 150ºC
200-20 1.125 28.70 1.437 36.49 500 35 2000 138 0.732 8.00 203.20 -46ºC 150ºC
200-24 1.375 34.92 1.704 43.28 250 17 2000 138 1.000 9.00 228.00 -46ºC 150ºC
200-28 1.500 38.10 1.850 46.99 300 21 1200 82 1.190 10.00 254.00 -46ºC 150ºC
200-32 1.781 45.24 2.094 53.19 200 14 1200 82 1.339 12.50 317.50 -46ºC 150ºC

336-90
90O Female 
Forged Body 
Spherical Seat
Part Number Thread

336-4506M12 M12 x 1.5mm
336-4506M14 M14 x 1.5mm
336-4506M16 M16 x 1.5mm
336-4508M14 M14 x 1.5mm
336-4508M16 M16 x 1.5mm
336-4508M18 M18 x 1.5mm 

336-45
45O Female 
Forged Body 
Spherical Seat
Part Number Thread

336-4506M12 M12 x 1.5mm
336-4506M14 M14 x 1.5mm
336-4506M16 M16 x 1.5mm
336-4508M14 M14 x 1.5mm
336-4508M16 M16 x 1.5mm
336-4508M18 M18 x 1.5mm 
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236 JIC Alloy Hose Fittings for : 200 Series Hose

336 Forged Fittings for 200 Hose

236-01
Straight Female 

236-31
30O Female 
Swept Tube 

Fitting Type: Cutter-style, reusable
Application: Fuel, Oil, Coolants, Methanol, Water 
To Suit Hose: 200
Material: D 

The most comprehensive range of lightweight,
re-usable alloy hose ends precisely engineered
to fit the 200 Series Hose. Triple Seal/Double O-
ring nitrile, cutter design ensures a secure, leak
free connection every time. All 236, 336 and
1136 Series hose ends allow for all time
alignment with their 360-degree swivel ends. The
236 Series has a full flow bent tube bodies,
giving increased flow characteristics. The 336
Series has forged style bodies, offering that
added measure of strength. They are bright
anodised red and blue for longer life and colour
retention.

Fitting Type: Cutter-style, reusable
Application: Fuel, Oil, Coolants, Methanol, Water 
To Suit Hose: 200
Material: D 

Forged fittings offer extra strength and low
profile for difficult and restricted locations.

236-45
45O Female 
Swept Tube 

236-60
60O Female 
Swept Tube 

236-180
180O Female 
Swept Tube 

Part Number To Suit Hose JIC/UNF Thread

236-6106 200-06 ⁹⁄₁₆ x 18
236-6108 200-08 ³⁄₄ x 16
236-6110 200-Ÿ10 ⁷⁄₈ x 14
236-6112 200-12 1 ¹⁄₁₆ x 12
236-6116 200-16 1 ⁵⁄₁₆ x 12

Part Number To Suit Hose JIC/UNF Thread

236-0106 200-06 ⁹⁄₁₆ x 18
236-0106DV 200-06 ⁹⁄₁₆ x 18 INV
236-0108 200-08 ³⁄₄ x 16
236-0110 200-10 ⁷⁄₈ x 14
236-0112 200-12 1 ¹⁄₁₆ x 12
236-0116 200-16 1 ⁵⁄₁₆ x 12

Part Number To Suit Hose JIC/UNF Thread

236-9006 200-06 ⁹⁄₁₆ x 18
236-9008 200-08 ³⁄₄ x 16
236-9010 200-10 ⁷⁄₈ x 14
236-9012 200-12 1 ¹⁄₁₆ x 12
236-9016 200-16 1 ⁵⁄₁₆ x 12

236-90
90O Female 
Swept Tube 

Part Number To Suit Hose JIC/UNF Thread

236-4506 200-06 ⁹⁄₁₆ x 18
236-4508 200-08 ³⁄₄ x 16
236-4510 200-10 ⁷⁄₈ x 14
236-4512 200-12 1 ¹⁄₁₆ x 12
236-4516 200-16 1 ⁵⁄₁₆ x 12

Part Number To Suit Hose JIC/UNF Thread

236-15006 200-06 ⁹⁄₁₆ x 18
236-15008 200-08 ³⁄₄ x 16
236-15010 200-10 ⁷⁄₈ x 14
236-15012 200-12 1 ¹⁄₁₆ x 12
236-15016 200-16 1 ⁵⁄₁₆ x 12

236-150
150O Female 
Swept Tube 

Part Number To Suit Hose JIC/UNF Thread

236-18006 200-06 ⁹⁄₁₆ x 18
236-18008 200-08 ³⁄₄ x 16
236-18010 200-10 ⁷⁄₈ x 14
236-18012 200-12 1 ¹⁄₁₆ x 12
236-18016 200-16 1 ⁵⁄₁₆ x 12

Part Number To Suit Hose JIC/UNF Thread

236-12006 200-06 ⁹⁄₁₆ x 18
236-12008 200-08 ³⁄₄ x 16
236-12010 200-10 ⁷⁄₈ x 14
236-12012 200-12 1 ¹⁄₁₆ x 12
236-12016 200-16 1 ⁵⁄₁₆ x 12

236-120
120O Female 
Swept Tube 

Part Number To Suit Hose JIC/UNF Thread

236-3106 200-06 ⁹⁄₁₆ x 18
236-3108 200-08 ³⁄₄ x 16
236-3110 200-10 ⁷⁄₈ x 14
236-3112 200-12 1 ¹⁄₁₆ x 12
236-3116 200-16 1 ⁵⁄₁₆ x 12

Part Number To Suit Hose JIC/UNF Thread

336-9006 200-06 ⁹⁄₁₆ x 18
336-9008 200-08 ³⁄₄ x 16
336-9010 200-10 ⁷⁄₈ x 14
336-9012 200-12 1 ¹⁄₁₆ x 12

336-90
90O Female 
Forged Elbow 

336-45
45O Female 
Forged Elbow 

Part Number To Suit Hose JIC/UNF Thread

336-4506 200-06 ⁹⁄₁₆ x 18
336-4508 200-08 ³⁄₄ x 16
336-4510 200-10 ⁷⁄₈ x 14
336-4512 200-12 1 ¹⁄₁₆ x 12

Automotive Hose and Fittings
HOSE AND FITTINGS
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Carburettor Hose Fittings for: 200 Hose

6.
1

2776-06-M12D
Banjo Bolt for 
Webber Carburettor 

Fitting Type: Cutter-style reusable
Application: Holley and Dellorto Carburettor fittings
To Suit Hose: 200
Material: D
Colour: BU• / RD•

1136-01
Straight Female 
Swivel 

Fitting Type: Single nipple reusable
Application: Fuel, Oil, Coolants, Methanol, Water 
To Suit Hose: 200
Material: D
Colour: BU• RD• SILVER••

This series combines the popular single nipple
design with a full 360° adjustable capability all
at an affordable price. Fittings can be
produced in electroplate finish or clear
anodised (silver).

1136-30
30O Female 
Swept Tube Swivel 

1136-45
45O Female 
Swept Tube Swivel 

1136-60
60O Female 
Swept Tube Swivel 

1136-90
90O Female 
Swept Tube Swivel 

1136-120
120O Female 
Swept Tube Swivel 

Part Number To Suit JIC/UNF Thread

1136-12006 200-06 ⁹⁄₁₆ x 18
1136-12008 200-08 ³⁄₄ x 16
1136-12010 200-10 ⁷⁄₈ x 14
1136-12012 200-12 1 ¹⁄₁₆ x 12
1136-12016 200-16 1 ⁵⁄₁₆ x 12 

2776-06-M122D
Banjo Bolt for 
Dellorto Carburettor 

2776-1106
Banjo to 
Hose End 

2776-2106
Banjo to Hose 
Connection 
Male Fitting 
on the Run 

1136 Maxflow Hose End

Part Number To Suit JIC/UNF Thread

1136-6006 200-06 ⁹⁄₁₆ x 18
1136-6008 200-08 ³⁄₄ x 16
1136-6010 200-10 ⁷⁄₈ x 14
1136-6012 200-12 1 ¹⁄₁₆ x 12
1136-6016 200-16 1 ⁵⁄₁₆ x 12 

Part Number To Suit JIC/UNF Thread

1136-4504 200-04 ⁷⁄₁₆ x 20
1136-4506 200-06 ⁹⁄₁₆ x 18
1136-4508 200-08 ³⁄₄ x 16
1136-4510 200-10 ⁷⁄₈ x 14
1136-4512 200-12 1 ¹⁄₁₆ x 12
1136-4516 200-16 1 ⁵⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

1136-3006 200-06 ⁹⁄₁₆ x 18
1136-3008 200-08 ³⁄₄ x 16
1136-3010 200-10 ⁷⁄₈ x 14
1136-3012 200-12 1 ¹⁄₁₆ x 12
1136-3016 200-16 1 ⁵⁄₁₆ x 12 

2776-3106
Banjo to Hose End 

Part Number Material

2776-1106 D Part Number Material JIC/UNF Thread

2776-3106 D ⁹⁄₁₆ x 18

Part Number Material

2776-2106 D

Part Number Material JIC/UNF Thread

2776-06-M12D D M12 x 1.50

Stepped banjo bolt requires M16 washer

Part Number Material JIC/UNF Thread

2776-06-M122D D M12 x 1.50

Stepped banjo bolt requires M16 washer

Part Number To Suit JIC/UNF Thread

1136-0104 200-04 ⁷⁄₁₆ x 20
1136-0106 200-06 ⁹⁄₁₆ x 18
1136-0108 200-08 ³⁄₄ x 16
1136-0110 200-10 ⁷⁄₈ x 14
1136-0112 200-12 1 ¹⁄₁₆ x 12
1136-0116 200-16 1 ⁵⁄₁₆ x 12 

Part Number To Suit JIC/UNF Thread

1136-9004 200-04 ⁷⁄₁₆ x 20
1136-9006 200-06 ⁹⁄₁₆ x 18
1136-9008 200-08 ³⁄₄ x 16
1136-9010 200-10 ⁷⁄₈ x 14
1136-9012 200-12 1 ¹⁄₁₆ x 12
1136-9016 200-16 1 ⁵⁄₁₆ x 12 

1136 Swivel Single Nipple Max-Flow Alloy Hose Fittings for: 200 Series Hose
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1136 Swivel Single Nipple Max-Flow Alloy Hose Fittings for: 200 Series Hose - continued

136 Electroplate Single Nipple JIC/UNF Alloy Hose Fittings for: 200 Series Hose

Fitting Type: Single nipple reusable
Application: Fuel, Oil, Coolants, Methanol, Water 
To Suit Hose: 200
Material: D

Identical to our Red and Blue 236 series single nipple
fittings, but silver electroplated

136-90
90O Female 
Swept Tube 

136-120
120O Female 
Swept Tube 

136-150
150O Female 
Swept Tube 

136-180
180O Female 
Swept Tube 

1136-150
150O Female 
Swept Tube Swivel 

1136-180
180O Female 
Swept Tube Swivel 

Part Number To Suit JIC/UNF Thread

1136-18006 200-06 ⁹⁄₁₆ x 18
1136-18008 200-08 ³⁄₄ x 16
1136-18010 200-10 ⁷⁄₈ x 14
1136-18012 200-12 1 ¹⁄₁₆ x 12
1136-18016 200-16 1 ⁵⁄₁₆ x 12 

Part Number To Suit JIC/UNF Thread

1136-15006 200-06 ⁹⁄₁₆ x 18
1136-15008 200-08 ³⁄₄ x 16
1136-15010 200-10 ⁷⁄₈ x 14
1136-15012 200-12 1 ¹⁄₁₆ x 12 
1136-15016 200-16 1 ⁵⁄₁₆ x 12 

136-01
Straight 
Female 

Part Number To Suit JIC/UNF Thread

136-0104DE 200-04 ⁷⁄₁₆ x 20
136-0106DE 200-06 ⁹⁄₁₆ x 18
136-0108DE 200-08 ³⁄₄ x 16
136-0110DE 200-10 ⁷⁄₈ x 14
136-0112DE 200-12 1 ¹⁄₁₆ x 12
136-0116DE 200-16 1 ⁵⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

136-9004DE 200-04 ⁷⁄₁₆ x 20
136-9006DE 200-06 ⁹⁄₁₆ x 18
136-9008DE 200-08 ³⁄₄ x 16
136-9010DE 200-10 ⁷⁄₈ x 14
136-9012DE 200-12 1 ¹⁄₁₆ x 12
136-9016DE 200-16 1 ⁵⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

136-15004DE 200-04 ⁷⁄₁₆ x 20
136-15006DE 200-06 ⁹⁄₁₆ x 18
136-15008DE 200-08 ³⁄₄ x 16
136-15010DE 200-10 ⁷⁄₈ x 14
136-15012DE 200-12 1 ¹⁄₁₆ x 12
136-15016DE 200-16 1 ⁵⁄₁₆ x 12

136-45
45O Female 
Swept Tube 

Part Number To Suit JIC/UNF Thread

136-4504DE 200-04 ⁷⁄₁₆ x 20
136-4506DE 200-06 ⁹⁄₁₆ x 18
136-4508DE 200-08 ³⁄₄ x 16
136-4510DE 200-10 ⁷⁄₈ x 14
136-4512DE 200-12 1 ¹⁄₁₆ x 12
136-4516DE 200-16 1 ⁵⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

136-12004DE 200-04 ⁷⁄₁₆ x 20
136-12006DE 200-06 ⁹⁄₁₆ x 18
136-12008DE 200-08 ³⁄₄ x 16
136-12010DE 200-10 ⁷⁄₈ x 14
136-12012DE 200-12 1 ¹⁄₁₆ x 12
136-12016DE 200-16 1 ⁵⁄₁₆ x 12

Part Number To Suit JIC/UNF Thread

136-18004DE 200-04 ⁷⁄₁₆ x 20
136-18006DE 200-06 ⁹⁄₁₆ x 18
136-18008DE 200-08 ³⁄₄ x 16
136-18010DE 200-10 ⁷⁄₈ x 14
136-18012DE 200-12 1 ¹⁄₁₆ x 12
136-18016DE 200-16 1 ⁵⁄₁₆ x 12

Automotive Hose and Fittings
HOSE AND FITTINGS
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202 Hose
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Application: Fuel, Oil, Coolants, Water
Material / Construction: Anodised aluminium with
stainless steel gear drive clamp

When your hoses are not exposed to pressures
or working environments that demand our race
ready 1136, 236 or 336 Series Hose Ends our
hose finishers are just what you need. These
936-Series Hose Finishers hide a 100%
stainless steel Gear Drive Hose Clamp, giving
the look of racing fittings at an affordable price.
They are the perfect finishing touch to a fully
dressed engine.

936
Blue Hose
Finisher 

936
Silver Hose
Finisher 

936
Black Hose
Finisher 

Part Number Colour 200 Hose 202 Hose TF-TU25 Hose

936-12D BK -12 - -10

PartNumber Colour 200 Hose 202 Hose TF-TU25 Hose

936-04D B -4 & -5 -4 -
936-06D B -6 & -7 -5 & -6 -4
936-08D B -8 - -6
936-10D B -10 - -8
936-12D B -12 - -10
936-14D B - - -12
936-16D B -16 - -
936-18D B -18 - -
936-20D B -20 - -
936-24D B -24 - -
936-28D B -28 - -
936-36D B -36 - -

936
Purple Hose
Finisher 

Part Number Colour 200 Hose 202 Hose TF-TU25 Hose

936-04D PR -4 & -5 -4 -
936-06D PR -6 & -7 -5 & -6 -4
936-08D PR -8 - -6
936-10D PR -10 - -8
936-12D PR -12 - -10

Part Number Colour 200 Hose 202 Hose TF-TU25 Hose

936-04D CH -4 & -5 -4 -
936-06D CH -6 & -7 -5 & -6 -4
936-08D CH -8 - -6
936-10D CH -10 - -8
936-12D CH -12 - -10
936-14D CH - - -12
936-16D CH -16 - -
936-18D CH -18 - -
936-20D CH -20 - -
936-24D CH -24 - ⁷⁄₈ x 14
936-28D CH -28 - 1 ¹⁄₁₆ x 12
936-36D CH -36 - 1 ⁵⁄₁₆ x 12

Part Number Colour 200 Hose 202 Hose TF-TU25 Hose

936-06D GD -6 & -7 -6 -4
936-08D GD -8 - -6
936-10D GD -10 - -8
936-12D GD -12 - -10
936-14D GD - - -12
936-18D GD -18 - -

936
Gold Hose
Finisher 

Part Number Colour 200 Hose 202 Hose TF-TU25 
Hose

936-04DR R -4 & -5 -4 -
936-06DR R -6 & -7 -5 & -6 -4
936-08DR R -8 - -6
936-10DR R -10 - -8
936-12DR R -12 - -10
936-14DR R - - -12
936-16DR R -16 - -
936-18DR R -18 - -
936-20DR R -20 - -
936-24DR R -24 - -
936-28DR R -28 - -
936-36DR R -36 - -

936
Red Hose
Finisher 

Hose Finisher for No Thread Applications of 200, 202 & 536/TF-TU25 Hoses

Bore Size Braid OD Working Pres Burst Pres Weight Min Bend Rad
Part Number mm in mm in BAR PSI BAR PSI kg/M mm in

202-04 0.25 6.70 0.5 13 900 63 5300 350 0.188 1.49 38
202-05 0.31 7.90 0.57 14.5 900 63 5300 350 0.225 1.77 45
202-06 0.37 9.5 0.61 15.5 900 63 5300 350 0.241 2.08 53
202-08 0.5 10.70 0.73 18.7 900 63 5300 350 0.290 2.4 62

Application: Fuel, Oil, Coolants, Methanol, Water
Material / Construction: Stainless steel braided
rubber hose
Please Note: Not designed to be used with push fit
fittings.

202 Hose is a single braid hose for stand pipe
applications.  Use with 936 hose finishers or
hose clips 202 Hose offers quality and
appearance at affordable cost. 
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Series Page

Hose 536 680

Hose TF-TU25 680

Hose 3556 680

Silicone Vacuum VT-BK 680
Hose

Straight Female 536-01 681
Concave Seat

45° Swept Tube Female 536-45 681
Concave Seat

90° Swept Tube Female 536-90 681
Concave Seat

120° Swept Tube Female 536-120 681
Concave Seat

Straight Female 350 681
BSP Convex Seat

Straight Male 351 681
BSP Convex Seat

150° Swept Tube 536-150 681
Female Concave Seat

180° Swept Tube 536-180 681
Female Concave Seat

45° Female BSP 345 681
Convex Seat 

90° Female BSP 390 681
Convex Seat 

For Technical Data please see
Section 9

Automotive Hose and Fittings
HOSE AND FITTINGS



www.pirtek.com680

536 Hose
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Application: Fuel, Oil, Coolants, Air, Water
Material / Construction: Cotton reinforced rubber
compound inner with synthetic rubber outer
Temperature Range: -40ºC to 80ºc continuously, -
40ºC to 120ºc intermittently

The TF-TU25 Hose can be used for automotive
applications where the superior performance of
more sophisticated hose is not required, but
reliability is just as important. 

APPLICATION: FUEL (DIESEL / PETROL INC: UNLEADED FUELS)
MATERIAL / CONSTRUCTION: ABRASION RESISTANT RUBBER OUTER, WITH A
SMOOTH RUBBER LINING
TEMPERATURE RANGE: -20ºC TO 80ºC

APPLICATION: LOW PRESSURE VACUUM LINE, WASHER TUBE, COOLANT OVERFLOW
MATERIAL / CONSTRUCTION: SILICONE

A high quality and useful lower pressure hose for
use with steel or alloy fittings, TF-TU25 Series
Hose is constructed of a synthetic rubber outer
cover with an oil resisting seamless rubber
compound inner with a cotton reinforcement. 

TF-TU25 Series Hose is compatible with fuels,
oils, coolants and hydraulic fluids. Conforms to
SAE 100 R6.

Bore Size PTFE Wall Hose O/D Working Pres Burst Pres Weight Mini Bend Radius
Part Number mm inch mm inch mm inch BAR PSI BAR PSI Kg/m mm inch

TF-TU25-04 6.00 0.236 4.00 0.157 14.00 0.551 25 375 79 1157 0.15 40 1.574
TF-TU25-06 10.00 0.393 4.00 0.157 18.00 0.709 25 375 79 1157 0.25 60 2.362
TF-TU25-08 13.00 0.511 4.00 0.157 21.00 0.827 25 375 79 1157 0.30 80 3.150
TF-TU25-10 16.00 0.630 4.00 0.157 25.00 0.984 25 375 79 1157 0.40 100 3.937
TF-TU25-12 19.00 0.748 5.00 0.197 29.00 1.142 25 375 79 1157 0.50 120 4.724

Bore Size Outer Diameter Temperature
Part Number mm in mm in OC

VT3-BK 3 0.118 7 .275 -60OC 200OC
VT4-BK 4 0.157 8 .3150 -60OC 200OC

Bore Size Outer Diameter Working Pres Burst Pres
Part Number mm in mm in BAR PSI BAR PSI

3556-05 6 ¹⁄₄ 13.00 0.511 8 120 16 240
3556-06 8 ⁵⁄₁₆ 15.00 0591 8 120 16 240
3556-07 10 ³⁄₈ 17.00 0.669 8 120 16 240
3556-08 13 ¹⁄₂ 21.00 0.827 8 120 16 240

TF-TU25 Hose

Application: Fuel, Oil, Coolants, Air, Water
Material / Construction: Textile reinforced rubber
with elastomer cover
Temperature Range: -40ºC to 100ºC

Push Fit 536 Series Hose is an exclusive
product manufactured with a special reinforced
internal textile braiding and blue elastomer
cover. This high quality hose is designed for
use in lower pressure applications with the
range of 536 Series Push Fit Hose Ends. When
the superior performance of stainless braided
nitrile hose is not required, Push Fit is an
excellent choice offering high quality, reliability,
durability and affordability
(not recommended for suction systems). 

Bore Size Braid Working Pres Burst Pres Weight Min Bend Rad
Part Number mm in mm in BAR PSI BAR PSI kg/M mm in

536-04 6.35 0.250 12.70 0.500 17 250 1000 69 0.10 76.20 3.00
536-06 9.52 0.375 15.87 0.620 17 250 1000 69 0.16 76.20 3.00
536-08 12.70 0.500 19.05 0.750 17 250 1000 69 0.22 127.00 5.00
536-10 15.87 0.625 23.00 0.900 17 250 1000 69 0.30 152.40 6.00
536-12 19.05 0.750 26.19 1.030 17 250 1000 69 0.36 177.80 7.00

Silicone Vacuum Hose3556 Hose
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JIC/UNF Push Fit Hose Fittings for 536 Hose

Fitting Type: Push Fit
Application: Fuel , Oil, Water, Air, Coolants
To Suit Hose: 536
Material: D
Colour: BU•

A complete range of 536 Series Push Fit Hose
Ends have been designed and manufactured to
match the 536 Series Hose. All 536 Series Push
Fit Hose Ends are manufactured to the same
high standards as our Red and Blue alloy hose
ends. The barbed end securely locks into the
hose, giving a cost effective, safe and reliable
connection. Once pushed on you will have to cut
it off. Great for all low pressure applications and
breathers.

Fitting Type: Push Fit
Application: Fuel , Oil, Water, Air, Coolants
To Suit Hose: 536 / TF-TU25
Material: P

This range of Sure Lock style Push Fit Hose
Ends is designed for the 536 and TF-TU25
Series Hoses. They do not require an additional
hose clamp to hold the recommended pressures
of the hose. These economy hose ends can be
quickly fitted to the hose for a safe and effective
connection. A range of steel JIC/UNF fittings are
also available. Ideal for oil cooler/water
applications.

536-01
Straight Female 
Concave Seat 

350
Straight Female 
BSP Convex Seat 

345
45O Female BSP 
Convex Seat  

390
90O Female BSP 
Convex Seat  

351
Straight Male 
BSP Convex Seat 

536-45
45O Swept Tube 
Female Concave Seat 

536-90
90O Swept Tube 
Female Concave Seat 

536-120
120O Swept Tube 
Female Concave Seat 

536-180
180O Swept Tube 
Female Concave Seat 

Part Number To Suit Hose JIC/UNF Thread

536-9004 536-04 ⁷⁄₁₆ x 20
536-9006 536-06 ⁹⁄₁₆ x 18
536-9008 536-08 ³⁄₄ x 16
536-9010 536-10 ⁷⁄₈ x 14
536-9012 536-12 1 ¹⁄₁₆ x 12

536-150
150O Swept Tube 
Female Concave Seat 

Part Number To Suit Hose JIC/UNF Thread

536-4504 536-04 ⁷⁄₁₆ x 20
536-4506 536-06 ⁹⁄₁₆ x 18
536-4508 536-08 ³⁄₄ x 16
536-4510 536-10 ⁷⁄₈ x 14
536-4512 536-12 1 ¹⁄₁₆ x 12

Part Number To Suit Hose JIC/UNF Thread

536-15004 536-04 ⁷⁄₁₆ x 20
536-15006 536-06 ⁹⁄₁₆ x 18
536-15008 536-08 ³⁄₄ x 16
536-15010 536-10 ⁷⁄₈ x 14
536-15012 536-12 1 ¹⁄₁₆ x 12

Part Number To Suit Hose JIC/UNF Thread

536-18004 536-04 ⁷⁄₁₆ x 20
536-18006 536-06 ⁹⁄₁₆ x 18
536-18008 536-08 ³⁄₄ x 16
536-18010 536-10 ⁷⁄₈ x 14
536-18012 536-12 1 ¹⁄₁₆ x 12Part Number To Suit Hose JIC/UNF Thread

536-0104 536-04 ⁷⁄₁₆ x 20
536-0106 536-06 ⁹⁄₁₆ x 18
536-0108 536-08 ³⁄₄ x 16
536-0110 536-10 ⁷⁄₈ x 14
536-0112 536-12 1 ¹⁄₁₆ x 12

Part Number To Suit Hose JIC/UNF Thread

536-12004 536-04 ⁷⁄₁₆ x 20
536-12006 536-06 ⁹⁄₁₆ x 18
536-12008 536-08 ³⁄₄ x 16
536-12010 536-10 ⁷⁄₈ x 14
536-12012 536-12 1 ¹⁄₁₆ x 12

Part Number To Suit Hose BSP Thread

350-04 -4 ¹⁄₄

350-06 -6 ³⁄₈

350-08 -8 ¹⁄₂

350-10 -10 ⁵⁄₈

350-12 -12 ³⁄₄

Part Number To Suit Hose BSP Thread

345-04 -4 ¹⁄₄

345-06 -6 ³⁄₈

345-08 -8 ¹⁄₂

345-10 -10 ⁵⁄₈

345-12 -12 ³⁄₄

Part Number To Suit Hose BSP Thread

390-04 -4 ¹⁄₄

390-06 -6 ³⁄₈

390-08 -8 ¹⁄₂

390-10 -10 ⁵⁄₈

390-12 -12 ³⁄₄

Part Number To Suit Hose BSP Thread

351-04 -4 ¹⁄₄

351-06 -6 ³⁄₈

351-08 -8 ¹⁄₂

351-10 -10 ⁵⁄₈

351-12 -12 ³⁄₄

BSP Hose Fittings for TF-TU25/536 Hose

Automotive Hose and Fittings
HOSE AND FITTINGS


